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1. Purpose. ThisETL provides guidance for conducting hydrologic engineering flood damage reduction
analyses of interior areas. The Hydrologic Engineering Center Interior Flood Hydrology
(HEC-IFH) program is the primary tool used to demonstrate the analysis procedures presented.

2. Applicability. This guidance applies to HQUSACE elements, major subordinate commands, districts,
laboratories, and field operating activities having civil works responsibilities.

3. General. Procedures described herein are considered appropriate and usable for hydrologic engineering
planning and design studies involving flood damage reduction measures for interior areas. Specifically, the
document isintended to assist with better scoping, planning, and analysis of interior flooding studies using
the HEC-IFH program. Hydrologic engineering requirements for existing and future with and without
conditions analyses are summarized. The minimum facility concept is presented. Technical analysis
procedures for hydrologic analysis using hypothetical events and continuous simulation for various conditions
of coincidence between interior and exterior flooding are described. Emphasisis placed on hydrologic
analyses of gravity outlets, pumping stations, and detention storage. Appendices provide two example
applications.
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Chapter 1
Introduction

1-1. Purpose

This ETL provides guidance for conducting hydrologic
engineering analyses for interior areas. The Hydrologic
Engineering Center Interior Flood Hydrology (HEC-IFH)
program is used as the primary tool for analyzing interior
flooding. This document is intended to assist with better
scoping, planning, and analysis of interior flooding studies using
the HEC-IFH program. Theinformation and analysis strategies
presented are consistent with present guidance, specifically, ER
1105-2-100, EM 1110-2-1413, EC 1105-2-205, and
procedures described in the HEC-1FH Package User's Manual
(USACE 1992).

1-2. Overview of Interior Flood Hydrology
Concepts

a. Aninterior areais defined as the area protected by a
line-of-protection from direct river, lake, or tidal flooding.
Interior areas may also include low depressions and natura
snks. Figure1-1isaconceptual illustration of aninterior area.
Thefollowing paragraphs describing interior flooding are taken
from EM 1110-2-1413.

b.  The levee, floodwall, or seawall associated with an
interior area is called the line-of-protection. The line-of-
protection excludes flood water originating from the exterior
source but often aggravates the problem of interior flooding by
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blocking natural flow paths or outlets. Protected interior areas,
formerly flooded from the exterior source by slowly rising flood
waters generated from regional storms, may now flood from
rainfall eventsthat are morelocdized, occur more suddenly, and
provide less warning. For example, flooding from the
Mississippi River can be forecast several daysin advance, but
flooding from alocalized storm on a protected interior area may
occur in severd hours or less. The flooding may be aggravated
by coincident high exterior stages. The interior flooding that
results usualy may be of the nuisance variety (shallow,
temporary flooding), but sometimes it can be more dangerous
than the situation without the levee.

c. Interior flood waters are normally passed through the
line-of-protection by gravity outlets when the interior water
levelsare higher than water levels of the exterior. Thisiscalled
a positive gravity condition. When exterior stages are higher
than the interior, flood waters are stored and/or diverted and
pumped over or through the line-of-protection. This condition
is known as a blocked gravity condition and is illustrated in
Figure 1-2.

d. Gravity outlets, pumping stations, interior detention
storage basins, diversions, and pressure conduits reduce flood
damage within interior areas. Other measures, such as hillside
reservoirs, channels, floodproofing, relocations, regulatory
policies, and flood warning preparedness actions, may also be
integral elements of interior systems.

e. Interior aress are studied to determine the specific
nature of flooding and to formulate alternatives that reduce the
residual and/or induced flooding. The objectives are the same

Lower Interior
Sub—Basin

Upper Interior
Sub—Basin

Figure 1-1. Typical interior area
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Figure 1-2. Cross section of typical interior system

as any flood reduction measure: to strengthen the national
economy, enhance the environment, promote social well-being,
and foster regiona development. The plan selected for
implementation is the one that best meets these objectives.

f.  Hydrologic analysis of interior areas is complex and
often difficult. Records may be scant or nonexistent, land use
(and thus runoff) may have changed and is often continuing to
change, natural flow paths are altered, and coincident flooding
is the common situation (coincident flooding is discussed in
paragraphs 2-6 and 2-7). Interior areas are generaly flat and
small (lessthan 2.59 sg km or 10 sq miles) and the measuresto
be considered are numerous, making the analysis tedious. The
HEC-IFH program makes the technically complex problem of
interior flooding easier to analyze.

g. Interior area investigations are different from other
studies by hydrologic analysis factors and the uniqueness of
commonly implemented flood damage reduction measures. But
the study process and types of studies conducted to plan and
design flood damage reduction actions are identical to those of
other Corpsinvestigations. Interior area analysis must follow
current federal planning and design policies and regulations.
Andysisincludes formulation and evaluation procedures, level
of protection considerations, and hydrologic, economic,
environmental, and social assessment criteria

h.  Interior areaplanning sudies are an essential aspect of
feadibility sudies. Although facilities and costs may at times be
small components of a magjor line-of-protection project, the
elements are often magjor items in the negotiated |ocal sponsor
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agreements. They can represent asignificant proportion of local
costs, especialy operation and maintenance costs.
1-3. Organization of Document

a.  Thisdocument followsthetechnical steps necessary to
successfully conduct a flood damage reduction analysis for
interior areas. Hydrologic engineering aspects, data collection
requirements, and evaluation of a minimum interior facility for
interior areas are discussed. HEC-IFH modular concepts, data
input procedures, and evaluation of with- and without-project
conditions are also discussed. The main document provides
information on:

(1) Study strategy.

(2) General anadysis procedures when beginning an
interior analysis.

(3) Concepts and applications of the HEC-1FH program.

(4) Preliminary investigations of the study area and data
assembly.

(5) Anayss of exising and future without-project
conditions for evaluating a minimum facility evaluation.

(6) Andyssof interior flood damage reduction measures
to determine the appropriate gravity outlet, pumping and
detention storage capacity.



(7) Comparison and evaluation of plans.

b. The HEC-IFH output summaries, data modules, and
plotting capabilities of the program satisfy many reporting
requirements. Appendices include references, a glossary of
terms, a detailed work plan example, and two case studies that
exemplify the use of HEC-IFH in a study setting.
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1-4. Program Documentation

The primary documentation for the HEC-IFH program isthe
user's manual: a comprehensive description of the HEC-IFH
program capabilities, theoretical basis for computations, and
example problemsillustrating data input and output. The user's
manua should be carefully reviewed before using the computer
program.

1-3



Chapter 2
Analysis Concepts and Procedures for
Interior Areas

2-1. Overview

Study gtrategy includes procedures, assumptions, and activities
associated with the study process. Hydrologic engineering
analyses evauate interior facilities using present planning
guiddlines. The interior system is analyzed separate from the
line-of-protection project analysis. A minimum outlet facility is
required to remove water through the levee or floodwall. This
"minimum” facility, discussed in later chapters, becomes the
starting point from which additional outlet facilities are
formulated. Economic and other analyses are performed for
several time- and development-related conditions. These are
exigting conditions and future conditions for with- and without-
project features in place (EM 1110-2-1413 and ER 1105-2-
100).

2-2. Planning Study Phases

There are two phases of the planning sudy process (ER 1105-2-
100): reconnaissance and feasibility. The preconstruction
engineering and design phase follows the planning phases.

a.  Reconnaissance phase. The reconnaissance phaseis
fully funded by the federal government and is normally
completed in 12 months. The objectives are to identify the flood
problem, determine if there is at least one feasible solution that
hasafederal interest, identify aloca cost-sharing sponsor, and
(assuming a possible project) prepare an initial project
management plan (IPMP) for the feasibility phase.

b.  Feasibility phase. This second phase takes up to
4 years to complete and is cost-shared equally between the
federal government and the local sponsor. The objectives of the
feasibility phase are to perform detailed investigations and
evauations of arange of alternatives, and recommend a plan to
reduce the flood damage potential.

c.  Preconstruction engineering and design (PED) phase.
The PED phase continues the design efforts of the recommended
plan and encompasses the more detailed construction planning
and engineering necessary for building the project. Major items
are a reevaluation report, design documents, and plans and
specifications. For interior areaanaysis, the key elements of the
recommended plan will be reevauated considering any
additiond information. If there are no changes, the reevaluation
report may be brief. Design documents, usually called design
memoranda (DM), are required for key features such as
pumping stations and major gravity outlet works. Hydrologic
engineering requirements are normally minimal, with emphasis
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on detailed hydraulic design studies of the major features
(USACE 1991).

2-3. Hydrologic Engineering Studies

Hydrologic engineering studies are conducted within the
framework of the planning and design processes. The without-
project and with-project conditions must be studied and a
hydrologic engineering management plan devel oped.

a.  Without-project conditions. The initia step is to
develop stage-frequency relationships at key locations for
exigting without-project conditions. The processis repeated for
at least one future time period if conditions affecting hydrology
and hydraulics change. The processis critical to establish the
magnitude of theflooding problem and to define potential flood
damage reduction measures and actions to study. For studies
with an existing line-of-protection in place, this hydrologic
analysisisfor the existing system and facilities. Where anew
line-of-protection is to be established, a minimum facility must
be evaluated as part of the line-of-protection feature. The
hydrologic analysis of the interior area then includes the
minimum outlet as the without-project condition.

b.  With-project conditions. After the without-project
conditions are evaluated, a number of flood damage reduction
plans are arrayed and evaluated. Common interior measures
include gravity outlets, pumping stations, and detention storage
areas. Other measures should also be evaluated, including at
least one nongtructurd plan (Section 73 of Public Law 93-251),
and aflood warning-preparedness program plan that is complete
or acomponent of acomprehensive plan (ER 1105-2-100).

c.  Hydrologic engineering management plan (HEMP).
The HEMP is a technical outline of the hydrologic/hydraulic
studies necessary to successfully formulate a solution to a
particular water resource problem. It should be detailed enough
to define the study strategy. It is used to establish resource
alocationsand timeand cogt estimates. Study resources include
personnel, schedules, and funding. Besides being a technical
guide, aHEMP is valuable in explaining and justifying to the
loca sponsor the activities needed for the study and any in-kind
service agreements. The HEMP is aso used to define the
hydrologic engineering requirementsfor the IPMP. Appendix C
provides an example of aHEMP for an interior area.

2-4. Study Setting

Corps studies are normaly in urban settings or partialy
developed areas. For some studies, an analysis of agricultural
areas is required. The type and size of the flood damage
reduction measures studied and implemented are influenced by
the setting.

2-1
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a. Agricultural areas. Hydrologic engineering analyses
for agricultural areas generally involve a single subbasin
adjacent to the levee. Volume and duration of flooding are
usualy more important than pesk inflow to the line-of-
protection. Seasonal effects are often important due to crop
growing patterns and changing damage potential throughout the
year. A continuous record analysis is normally used in the
analysis.

b.  Urban areas. Urban area analyses are usually more
complex than agricultural areass. Rainfall-runoff anaysis may
include multiple subbasins. If natural or detention storage is
limited, pesk flow may be as important as volume. Layout,
design, and operation of existing and potential future storm
sewer systems must be considered. Investigations involving
trade-offs between pumping capacity and nonstructural
measures, such asrelocation to gain more ponding area, may be
required. The feasbility of flood-warning-preparedness
components should be investigated.

2-5. Initial Preparation

Hydrologic engineering requires coordination early on with the
study manager and other study team membersto clarify the type
of study, sudy objectives, and general scope of the requirements
and congtraints. Known problems and issues that affect the
detail, cost, and conduct of the study should be described.
Communication with counterparts are established and
maintained. Field reconnaissances are conducted to collect
information and insights about the study. The use of previous
study dataand information should be scrutinized and used to the
extent possible.

a. Information needed. The following information
typicaly is needed to devel op hydrologic engineering analyses.

(1) Previous study dataand reports.

(2) Maps, including USGS quadrangle sheets, topographic
maps, aerial photographs, ortho-photographs, zoning plans,
storm sewer layouts, etc.

(3) Historic flood events information including storm
intengity and distribution patterns, high-water marks, frequency
of overtopping, flow patterns, debris and sediment, and response
times and actions.

(4) Exigting and potentia future flood control facilities
including design capacities and operation procedures of gravity
outlets and pumping stations.

(5) Survey cross-sectiona information of
conveyance system.

major
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(6) Futureland use projections.
(7) Ingtitutional responsibilities/capabilities.

(8) Regulatory policies affecting development off and on
the floodplain.

(9) Identification of environmentally and culturaly
sensitive areas.

(10) Secondary water effects such as water qudity,
sediment, debris, and ice, which may affect study procedures
and analysis costs.

b. Information sources. The following are common
sources of information:

(1) Corpsfilesof previous studies.

(2) Loca agencies such as drainage and levee districts,
planning commissions, public works departments.

(3) Federa agenciessuch as USGS, SCS, USBR, FEMA,
TVA.

(4) State agencies such as Department of Water
Resources, Natural Resources or Conservation.

(5) Railroads, highway departments.

2-6. Relationship Between Interior and Exterior
Stage

A detailed description of the relationship between interior and
exterior stages is found in EM 1110-2-1413. The following
paragraphs summarize that material.

a.  Fluctuating water levels both exterior and interior to
the line-of-protection make interior areaanalysis unique. If the
exterior and interior occurrences display a consistent
relationship with each other, then, to a certain degree, one can
be predicted from the other. The interior and exterior events are
said to be correlated. If the physica and meteorologic
processes of the interior and exterior events are related to one
another, they are said to be dependent. If the interior and
exterior events produce stages that coincide, e.g., the interior is
high when an exterior event occurs, they are said to be
coincidental. Coincidence can exist whether or not theinterior
and exterior occurrences are correlated or dependent.

b. Itispossible, though not likely, that thereis complete
noncoincidence in a study area, e.g., the interior and exterior
water levels will never be high or low at the sametime. The



interior analysis could be performed without consideration of
exterior conditions, thus simplifying the analysis. The
occurrences could be correlated and either dependent or
independent, but it would not affect the analysis.

c. At the other extreme, it is possible that there is
complete coincidence, e.g., high exterior levels are always
present when an interior event occurs. The occurrences would
likely be correlated, although not necessarily dependent, but it
would not be important to the analysis approach.

d. Thedudy Stuation most likely lies between these two
extremes. Analysesto determine the degree of correlation may
help determine the likelihood of coincidence or independence
but are of doubtful value, Correlation studies are most useful for
developing a predictive capability. Formal study to determine
the degree of independence is not possible now. Lack of
correlation can suggest, but not prove, independence. More
likely, the degree of dependenceis based on inspection of the
available record and judgments of the meteorological and
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physiographic origins of theinterior and exterior events. Thus,
the critical focus for the analysis must be an assessment of
coincidence.

e. Inspection of the historic record is required to
determine correlation, independence, and coincidence.
Establishing bounds on the consegquences of decisions regarding
these factors is an important analytical approach. Analysis at
the two extremes of assuming complete coincidence and
noncoincidence is useful. Also, by determining the relative
consequences of independence, judgments regarding its
importance to the study can be made. Table 2-1 summarizes
hydrologic analysis considerations for various levels of
coincidence and dependence of interior and exterior conditions.

2-7. Interior Analysis Computational Methods
Two hydrologic computation methods are normally performed

for analyses of interior areas:  continuous record simulation, and
hypothetical events. Analyses of significant historic events for

Table 2-1
Assessment of Coincidence

COINCIDENCE  DEPENDEN(

(HIGH) (HIGH) Hurricanes, large regional
events; interior and exterior

areas of similar magnitude.

{LoW)

runoff of large basins.

(HIGH) This range of coincidence is
likelihoodiofiirfetiemamnd
exterior events occurring
simultanecusly.

{Low)

[ (HIGH)

EXAMPLE/COMMENTS

Storm season of small interior
area coincides with snowmelt

most common. Relatively high

(Low)

‘ (LOW)

Timing of interior and exterior
events is such that they rarely
coincide. May be affected by
operation of upstream project.

Rare condition. Interior flooding
rarely if ever coincides with
high exterior stages. Studies
generally fimited to gravity
outlet assessments.

ANALYSIS CONSIDERATIONS

Blocked gravity outlet conditions are common.
Conventional hypothetical frequency
analyses often appropriate for urban areas.

Continuous record analysis methods or
probabilistic approaches generally required.
Gravity outlet is often blocked during
interior events.

Continuous record analysis or probabilistic
methods generally required. Gravity outlets
may be blocked during critical interior
events.

Considerable study may be required to
identify this condition and to assume its
existence in the physical process.
Coincident hydrology generally appropriate.

Coincident interior analysis is not
necessary.

2-3
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model calibration/validation and system performance are
normally required. The methods used depend largely on the
study type and setting, resources availability, nature of flooding,
availableinformation, and a host of other factors. Most studies
require combinations of both approaches.

a.  Continuous simulation analysis (CSA) concepts. Con-
tinuous simulation methods involve analysis of continuous
records of hydrologic events. The procedure consists of
performing sequential hydrologic simulation of inflow, outflow,
and change in storage to derive interior water surface elevation
hydrographs given exterior stages and interior runoff and/or
seepage for the entire period-of-record. Figure 2-1 presents a
general summary of the concepts involved in the continuous
simulation method.

(1) CSA overview. Continuous precipitation data
(normdly higtoric rainfall gaged records) are devel oped for each
subbasin. Subbasin loss rates are subtracted and the runoff is
transformed to the outlet. Baseflow is added to yield continuous
runoff hydrographs. Hydrographs are combined and routed
through the system to the line-of-protection to yield inflows for
the interior ponding area. These data are used with exterior
stage dataand the characteristics of gravity outlet and pumping
dations at the line-of -protection to simulate the operation of the
system. The results are continuous stage hydrographs at the
interior ponding area. Subsequently, interior stage-frequency
relationships can be derived.

(2) CSA applicability and limitations.

(8 Continuous simulation is attractive because it
preserves the seasondity, persistence, and coincidence or
noncoincidence of exterior river stages and interior flooding.
The method enables project performance to be displayed. Itis
easily understood by the other study participants, the local

sponsor, and the generd public. Most importantly, the issue of
coincidence of flooding is addressed inherently in the analysis.
The anaysisis particularly relevant for eval uating agricultural
damage.

(b) Two major considerations in continuous simulation
application are the length-of-record and the amount of data
required for the andysis. The record of data may be
unrepresentative (records are often too short), resulting in an
inappropriate size and mix of measures and operation
specifications of the system. Continuous simulation procedures
require a significant amount of information and possibly
extensive calibration and extrapolation.

b.  Hypothetical event analysis (HEA) concepts. HEA
uses single historic or synthetic events to develop frequency-
based estimates of flow and/or stage.

(1) Hypothetical analysis for dependent events. This
procedure is applicable when interior and exterior floods are
dependent for the same meteorologic events. A single series of
storm events is assumed to occur over both the interior and
exterior areas. A constant exterior stage, "blocked" or
"unblocked" exterior conditions may be evaluated using a series
of hypothetical storm events on the interior areato evaluate the
two bounds. These conditions represent total coincidence and
noncoincidence, repectively. Figure 2-2 graphically depictsthe
concepts for dependent events. Event precipitation data,
subbasin loss rates, and runoff transforms are used to compute
the runoff hydrograph. Base flow is added to yield the total
subbasin hydrograph at the outlet. This is caled the unit
hydrograph procedure and it is described in detail in EM 1110-
2-1417. Hydrographs are combined and routed through the
system to yield an inflow hydrograph for the interior area. These
data are used with exterior stage data for the same flood event
to simulate the expected operation of the system. Exterior

Exterior Conditions

i

F T T T
1950 1960 1970 1980

Stoge

Exterior Conditions

R

Interior Conditions

S

r T T T
1950 1960 1970 1980

Stage

Interior Conditions

Interior Ponding Area
z

Figure 2-1. Continuous simulation analysis concepts
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Figure 2-2. HEA concepts for dependent events

discharge hydrographs are computed using the same method
described for the interior discharge hydrographs. The exterior
stage hydrograph is then defined by applying the exterior
discharge hydrograph to arating curve at the interior ponding
area primary outlet.

(2) Hypothetical analysis for independent events. This
procedure is applicable when floods affecting the interior area
can be independent of floods that affect the exterior stages.
These areas are often relatively small interior areas located
along large rivers, lakes, or coastlines. One probabilistic
procedure applicable to the andlysis of independent events using
hypothetical rainfall is the coincident frequency method,
conceptualized in Figure 2-3. This method applies the total
probability theorem to generate stage-frequency functions for
interior areas affected by various combinations of interior and
exterior flooding. Figure 2-4 defines the steps necessary to
perform the coincident frequency procedure.

(3) HEA applicability and limitations. HEA requiresless
data than the continuous record technique. The anaysis
generates hypothetica frequency hydrographs in which the peak
flow rate, runoff volume, and all durations are assumed to be
statigtically consistent with the percent chance exceedance
assignment of the rainfall events. This method overcomes the
potential lack of data problems of CSA. However, for many
study settings, interior and exterior flooding are not totally
dependent or independent.

c.  Using both CSA and HEA. Often continuous record
data are available, but the number of years of record is short.

Short historic records may be unrepresentative with respect to
giving good estimates of more rare events or combinations of
events. Thus, 30 to 40 years of record may be inadequate to
derive sage-frequency results for rare events (1- to 0.2-percent
events). For this situation, the CSA method should be used to
define the more frequent events and the HEA method to help
determine therarer events. The resulting frequency relationship
may be a product of both approaches.

2-8.  Summary

Hydrologic analysis techniques used in planning studies of
interior areas vary in anaytical concepts and procedures.
Unfortunately, the analysis is usually tedious and complex.
Selection of techniques should be based on the type and phase
of the study; complexity and relative importance of the
coincident nature of flooding at the outlet; complexity of the
hydrologic system; the nature of the flood damage,
environmental, and socid factors pertinent to the study area; and
the experience of the analyst. The two techniques presented
here are the continuous simulation approach and the
hypothetica event approach; several variations exist with each.
When working on a study, one should try to use everything
available from both methods. For example, the CSA may be the
best method to use on a particular study; however, the
continuous record precipitation is so short that an HEA anaysis
is needed to include the larger, rarer events. To get the
minimum and maximum range of interior stages, an analysis of
both totally blocked and unblocked conditions is aso
recommended.

2-5
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Chapter 3
HEC-IFH Program Concepts and
Applications

3-1. General

a. HEC-IFH isaninteractive PC program using the MS-
DOS system. The program is used for interior flood analyses
based on continuous records or hypothetical and/or historic
events. HEC-IFH facilitates technical computations, and helps
manage the often complex and tedious task of data processing
required for conducting interior studies.

b. HEC-IFH enables full-screen, interactive data entry,
with input data verification and plotting prior to running the
program. Anayss methods are selected using program menus.
Theandydsmay be performed in steps, with the opportunity to
review and assess results after each step. Reports and plots may
be generated from input and output data. Additional output may
be retrieved later without repeating the program execution.
Detailed information about the program is available in the HEC-
|FH Package user's manual (USACE 1992).

3-2. Computer System Requirements and
Program Structure

a.  Computer hardware requirements. HEC-IFH requires
an IBM PC-compatible computer based on an 80386 or greater
microprocessor. HEC-IFH aso requires a math coprocessor for
the 80386 or 80386SX computers. The operating system must
be MS-DOS or IBM PC-DOS (version 3.0 or higher). The
computer must have 4 MB of RAM memory as a minimum,
with at least 3 MB configured as extended memory. A hard disk
with at least 3.2 MB of gorage capacity isrequired to install the
HEC-1FH program and an additional 2.5 MB to copy and use
CSA and HEA test datafiles. Significant storageisrequired if
the CSA method is used, with a plan using 40 years of
continuous record dataat 1-hr increments requiring 8-10 MB of
free pace. Appendix B of the HEC-IFH user's manual suggests
aminimum of 2 MB of free space for the HEA method.

b. Use of HEC-DSS. A key feature of the HEC-IFH
program isthe use of the HEC Data Storage System (HEC-DSS,
USACE 1992) to store analysis input and output. Data can be
imported from HEC-DSS interactively from within the HEC-
IFH program. Also, datafrom other computer applications such
asHEC-1 (USACE 1990b) can be imported directly asinput to
the HEC-IFH program. All HEC-IFH output is written to HEC-
DSS and may be used by other programs that access HEC-DSS.

ETL 1110-2-367
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3-3. Program Menu Structure

HEC-IFH uses amenu screen format from a hierarchical (tree-
like) structure to select different program options. Figure 3-1
illustrates the program menu structure. An introductory screen
is digolayed showing the name and version of the program at the
beginning of every interactive session. Proceeding to the next
screen, the user is asked to create a study |D subdirectory or
recall an existing study subdirectory. All data for plans
associaed with agiven Sudy are stored in this subdirectory. An
example of an opening menu is shown in Figure 3-2.

3-4. Program Configuration and Data
Management Utilities

The main menu screen follows the study ID screen and allows
the user to select different options for program use. The Main
Menu selections (Figure 3-3) are Program Configuration
Options, Data Management Utilities, Continuous Simulation
Analysis, and Hypothetical Event Analysis.

. Program Configuration. HEC-IFH allows severa
configuration options to be set. These options control the
appearance of program screens, plots, and printed reports. The
units of measurement can also be specified.

. Data Management Utilities. HEC-IFH uses a Data
Management Menu screen to list, archive, retrieve, and delete
selected input and output data for a study or plan. Appendix D
of the HEC-IFH user's manual describes the use of the menu
screen in detail.

3-5. Program Application Structure
a.  When either CSA or HEA is selected from the HEC-
IFH Main Menu (Figure 3-3), the following choices are

presented (see Figure 3-4):

. Define Interior Analysis Data: Allowsinput datato
be entered or edited.

. Perform Interior Analysis: Allows definition of a
plan for analysis.

. Hydrologic Analysis Summaries: Allows display of
the results of asingle interior analysis plan.

. Comparison of Plans: Allows display of a

comparison of the hydrologic results of up to seven different
interior analysis plans.
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Basin
Average
Precipitation

(PRECIP)

Runoff
Hydrograph
Parameters
(RUNOFF)

Introduction

S Program Interior Pond
creen Configuration (POND)

STUDY ID and Data Gravity

Description Management Define Interior
b . g Analysis Data Outlets
Utilities (GRAVITY)

Interior Flood Continuous Perform Pump Outlets
Hydrology Simulation Interior (PUMP)
Analysis Analysis
(CSA)

Eyg r?to,ir:w(;tlgzzl I-'Ig\/drcl)lqgic Exterior Stage
nawsts (EXSTAGE)
(HEA) Summaries

Comparison Auxiliary
of Plans - Inflow/Outflow
Hydrologic (AUXFLOW)
Results

Figure 3-1. HEC-IFH program menu hierarchy
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IFH 01.64.00
H.E.C. INTERIOR FLOOD
HYDROLOGY ANALYSIS PROGRAM
Uersion 01.04.00
Study ID:

RBEND1
Short Description: UV EREE-CIRSIES IS 1T 0 T P

1NN gy 3l HEEThe complete Plan 1 results are provided
for the CSA Example described in
Appendix C of the HEC-IFH User’s Manual.

You may wish to viev the study results
by pressing F10 to continue or work
hrough the example by following the
instructions in Appendix C.

System of Measurement: [English/Imperiall Metric/S.1I
iHelp 2PrtScr 3Index 4 5 6D0S ? a8 9 10Exit

Press <Esc) to Quit program: or <(F10> to Proceed to the Menu
Figure 3-2. Study ID and descriptions

IFH 61.04.00
Study ID RBEND1 “ H.E.C. INTERIOR FLOOD HYDROLOGY I

Select Option:

A. Program Configuration Options
B. Data Management Utilities

C. Continuous Simulation Analysis (CSA)
D. Hypothetical Event Analysis (HEA)

1Help 2PrtScr 3 4 5 6D0S 7 8 9 10Exit
Press Letter: or use Arrov Keys and <{Enter> to Select

Figure 3-3. HEC-IFH main menu
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CSA 01.64.60

Study ID RBEND1 “ Continuous Simulation Analysis (CSA) I

Select Option:

A. Define Interior Analysis Data

B. Perform Interior Amalysis
C. Hydrologic Analysis Summaries
D. Comparison of Flans — Hydrologic Results

iHelp 2PrtScr 3 4 5 6D0S s a8 9

Press Letter: or use Arrov Keys and <{Enter> to Select

10Exit

Figure 3-4. HEC-IFH continuous simulation analysis menu

b. The initid step is normally to define the interior
andyds datafor the study. This chapter emphasizes data entry
procedures for accomplishing this task.

3-6. Define Interior Analysis Data

a. Data requirements. Datathat definetheinterior and
exterior are required to perform an interior areaanalysis. The
information presented here can be used for any analytical
method, but is specifically targeted for HEC-IFH data entry.
Analyses are assumed to use both continuous record and
hypothetical event approaches. The tasks are:

(1) Defineinterior areasto be studied. Consider the line-of-
protection aignment, minimum facility requirements, runoff
topology, topography of local ponding areas, present storm
sewer systems, and potential for additional storm water
collector/conveyance systems.

(2) Delineate interior subbasins considering locations
needed for stage-frequency relationships and storm sewer
configuration.

(3) Select computation time interval (At) for this and

subsequent analyses. Refer to Section 3-7 for more detailsin
determining appropriate computation intervals.

3-4

b.  HEC-IFH modular concepts. Dataentry is performed
after the study ID and type of analysis are specified. The HEC-
IFH program usesamodular data entry format to store the input
data needed to execute a plan. The modules contain all the data
needed for a specific category of information. Seven modules
are used to represent groups of related data (Figure 3-5). The
program provides separate data entry screens and computational
proceduresto develop the data for each module. Severa sets of
datamay be entered and stored with module identifiers (module
ID's) identifying each set. The seven modules are:

. PRECIP Module: Basin Average Precipitation.

. RUNOFF Module: Runoff Hydrograph Parameters.
. POND Module: Interior Pond Data.

. GRAVITY Module: Gravity Outlet Data.

. PUMP Module: Pump Outlet Data.

. EXSTAGE Module: Exterior Stage Data.

. AUXFLOW Module:
Outflows.

Auxiliary Inflows and
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CSA 01.04.60
Study ID RBEND1

I Def ine Interior Anmalysis Data I

Select DOption:

OEmEEO=E

1Hely 2PrtScr 3 4 5

A. Basin Auverage Precipitation (PRECIP)

Runoff Hydrograph Parameters (RUNOFF)
. Interior Pond (POND)

Gravity Outlets (GRAVITY)

. Pump Outlets (PUMP)

Exterior Stage (EXSTAGE)

Auxiliary Inflow/Outflow (AUXFLOW)

6D0S 7 8 9
Press Letter: or use Arrov Keys and <{Enter> to Select

10Exit

Figure 3-5. HEC-IFH data entry menu

(1) PRECIP module.

(8 This module contains continuous rainfal (normally
historic records) and/or historica storm records and
hypothetica frequency event data. Runoff computations require
subbasin rainfall records.

(b) Rainfdl datafor recording and nonrecording rain gauges
generdly can be obtained from the National Weather Service
(NWS) publications or CD's. Figure 3-6 shows what data can
be obtained from the National Climatic Data Center. Estimates
of rainfall data may also be acquired from newspaper articles
that describe flooding after a large storm event and from rain
gauges placed by loca citizens, drainage districts, public works
departments, and college or university science departments.

(c) Rainfdl datacan be entered into HEC-IFH manually, or
imported from an existing HEC-DSS database. HEC-IFH
checks imported values for missing data and either replaces
them with zeros, or terminates the procedure. It is
recommended to correct missing values using external utilities
before importing them to HEC-IFH. One-year, one-month, or
one-day hyetograph plots can be generated from the rainfall
data. Figures3-7 and 3-8 show precipitation data entry screens
for CSA and HEA, respectively.

(d) HEC's PRECIP program is a useful tool for developing

continuous basin average precipitation records from area
recording and non-recording rain gauge data. See the PRECIP
user manual (USACE 1989) for more information.

(e) Hypotheticad frequency storm depth-frequency-duration
relationships are normally developed from standard rainfall
depth-frequency-duration information published by the National
Weather Service. These data are entered into HEC-IFH as
illustrated in Figure 3-8. HEC-IFH uses this information to
compute rainfall distributions for up to seven storms ranging
from 50 percent to 0.2 percent exceedance frequency.
Figure 3-9 illustrates a rainfall hyetograph for a hypothetical
storm.

(f) HEC-IFH dlowsthe user to compute a standard project
storm (SPS) using the same computation method utilized in the
HEC-1 computer program. The SPS is normaly used to
generate a large event to evaluate how the system would
perform if the event occurs. Figure 3-10 illustrates a typical
SPS precipitation distribution.

(g) After the rainfall records are adjusted and verified,
weightings are assigned to each gauge so that a composite
rainfal record is developed for each subbasin. The weightings
are based on conventiona methods as described in Section 3.2.2
of the HEC-IFH user's manual.
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Figure 3-6. Source of climatological data
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CSA 01.04.60
Study ID RBEND1 “ Basin Average Precipitation (PRECIP) I

Enter/Import Precipitation Station Data

Precipitation Station ID Date/Time |Precipitation
Description: DaMonYear/HrMn (in)
160CT19540100 6.
Starting Period 160CT1954,0200 8.
(e.g. 01JAN1989,1360) 160CT1954/0300 6.
160CT1954/0400 6.
Ending Period 160CT1954.,0500 8.
1680CT19540600 6.
Time Interval 160CT1954.8760 6.
(e.g. 1HOUR, 1DAY, ...) 160CT19540800 6.
100CT1954.-6900 0.
100CT1954-1000 0.
100CT1954-11606 0.
160CT1954-1260 0.
160CT1954-1360 0.
100CT1954-1400 0.

1Help 2PrtScr 3Index 4 5 6D0S ? 8
Press <F10> to Save Data and Return

Figure 3-7. CSA precipitation data entry

HEA 01.064.60
Study ID RBEND1 “ Basin Average Precipitation (PRECIP) I
Module ID STORM1

Enter Partial-Duration Rainfall Depth-Duration-Frequency Data

Rainfall Depth (in) for each Hypothetical Event

Duration 50 207 10~ & 74 27 1z 0.2~

minutes
minutes
hour
hours
hours
hours
hours
hours
days
days
days
days

[y

N =
@A NDADNOWNE=UIA
PDPPD2HLRWWNNR®
@@L hPhWNNNG
@PeUUNHLhWWNGE®
PO UILhhWWE

@PPPRWWNNNFRRO®

@@ NNNNRERRE®

[y

1Help 2PrtScr 3 4 6D0S 7 a8 10Exit

Press <F10> to Save Data and Continue

Figure 3-8. HEA precipitation data entry
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Figure 3-9. Hypothetical frequency storm hyetograph

Preclpltation

24 48

72 96

Time (Hours)

Figure 3-10. Typical SPS precipitation distribution
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(2) RUNOFF module. Interior runoff hydrographs may be
computed or imported from an external HEC-DSSfile. HEC-
IFH subbasin runoff parameters include data entry for basin
characteridtics, unit hydrographs, and loss rates. Data entry for
channel routing between the upper and lower subbasinsis also
included. Figure 3-11 shows a typica subbasin runoff data
entry screen. The program is limited to two interior subbasin
areas per analysis.

(a) Basin characteristics. The subbasin drainage area and
percent imperviousness are entered.

(b) Unit hydrograph. The user may select Clark's, Snyder's,
or Soil Conservation Service (SCS) unit hydrographs or enter a
unit hydrograph directly. A plot of atypical unit hydrograph
used by HEC-IFH is shown in Figure 3-12.

(c) Loss rates. Loss rate methods and parameter values
include monthly rates for continuous record analysis and event
rates for hypothetical event andyses. Often an adequate
representation of the flood volumes is more important than peak
flows. Because of this, estimates of the loss rate parameters can
be more critica than unit hydrograph and stream routing
parameters into HEC-IFH, asillustrated in Figure 3-8. HEC-
IFH enables users to select several loss rate options. CSA loss
options are generalized runoff coefficients, initia-uniform-
recovery method, and no losses. The generalized method isa

ETL 1110-2-367
31 Mar 95

simple percentage of the rainfal. It is normally used in
agricultural areas with daily time intervals and where a
significant amount of interior ponding exists. The initial-
uniform-recovery is used for most continuous analyses
performed by HEC-IFH and includes a simplified method of soil
moi sture accounting.

HEA loss options are the SCS Curve Number, Holtan, Green-
Ampt, Initid-Uniform Methods, and no loss. The method used
is largely a user preference based on calibration studies and
reasonableness of runoff volumes.

(d) Base flow. Continuous simulation analysis can
incorporate monthly rates for base flow. Hypothetica event
analysis can incorporate an initial base flow rate and recession
variables similar to the HEC-1 program.

(e) Streamflow routing. HEC-IFH has four routing
techniques: simple lag method with no flow attenuation,
modified Puls, Muskingum, and Muskingum-Cunge methods.
Thesmplelag, the modified Puls, and the Muskingum methods
canbeusad in either CSA or HEA. Muskingum-Cungeis only
available in HEA. Modified Puls requires a storage versus
outflow relationship and the number of routing steps.
Figure 3-13 shows the data entry screen for channel routing. An
HEC-IFH plot of a modified Puls storage versus outflow
relationship isillustrated in Figure 3-14.

HEA 01.04.60

Study ID RBEND1

“ Runoff Hydrograph Parameters (RUNOFF) I

Basin ID

PPER1

Drainage Area (sq mi)
Percent of Drainage Area Impervious

Infiltration Loss Data
SCS Curve Number Method
Holtan Method
Green-Ampt Method

[Initial-Uniform Method 1
No Losses Computed

iHelp 2PrtScr 3 4 5

Enter Basin Runoff Data

PPER BASIN USING SCS UHG & I-U LOSS
7.50

15.8

Enter Base Flow Data and Recession [FEENIORN

Unit Hydrograph Data
Clark’s Unit Hydrograph
Snyder’s Unit Hydrograph

[SCS Dimensionless Unit Graphl
Enter Unit Hydrograph

6D0S ? 8 9
Press <F10> to Save Data and Return

10Exit

Figure 3-11. Subbasin runoff data entry
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UNIT HYDROGRAFPH
RBEHD1

908 ; : . : . : ; : ; T . :

UPPER1

gae -

a8 -

a8 -

a8 -

488 -

Floum Rate <cfs)

Jae -

2e8 -

108 -

2 s 1 L 1 L 1 s 1 s
a 2aa 488 508 508 1888 1288

Time (min?

1488

Figure 3-12. Unit hydrograph plot

HEA 01.04.060
Study ID RBEND1 “ Runoff Hydrograph Parameters (RUNOFF) I

Channel Routing Data for Upper Sub-Basin

Channel Routing ID J[uUiglIR]
Description odif ied Puls Channel Routing

Computation method
[Modified Puls Channel Routing 1
Muskingum Channel Routing
Muskingum—Cunge Channel Routing

Lag Channel Routing
No Chanmnel Routing

1Help 2PrtScr 3Index 4 5 6D0S 7 8
Press <F10> to Save Data and Return

9

10Exit

Figure 3-13. Channel routing data entry
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REEND1

CHAMHNEL ROUTING DATA

6508 . : ; : . : ; :

HODPULS

a0 -

5588

Saea -

4588 ~

a0 -

3508

Jaea -

25808

Outflom Ccfs)

2000

i5e8 -

1088 -

Se8

P L 1 s 1 L 1 s 1
a Sa 108 i5@ =il

Storage Cac—ft2

258 Jaa 358 488 458

Figure 3-14. Modified Puls storage-outflow plot

For channel routing, the degree of attenuation depends on the
number of routing steps used. The number of routing stepsisa
cdibration parameter and represents the number of subreaches
into which the total channel reach should be divided. The
Muskingum method is defined by three parameters: number of
routing steps, Muskingum K coefficient (which is the travel time
through the reach), and Muskingum X (which is a weighting
factor). The Muskingum-Cunge method is anonlinear routing
technique that is defined by channd length, channel invert dope,
channd roughness coefficient, and channel shape. A trapezoid,
acircular cross section, or amaximum eight-point cross section
arethe alowable channel shapes. This method is only available
for HEA.

(3) POND module.

(a) Elevation-area relationships for the ponding area
adjacent to line-of -protection should be developed using 15-20
points to define the relationship. HEC-IFH automatically
generatesthe storage values. The minimum value should define
the pond bottom (zero storage) and must be a the same
elevation or below the lowest outlet invert elevation. The
maximum value should exceed the highest stage anticipated in
the analysis. No extrapolation is performed above or below
these maximum or minimum elevations. Figure 3-15 illustrates
the ponding area data entry screen and Figure 3-16 shows
typical elevation-area-storage for a ponding area.

(b) A ditch rating or discharge-elevation relationship may be
entered for a conveyance channel connecting the ponding area
to the gravity outlet and/or pump. It isrequired if the flow is
controlled from the ponding area to the primary outlets.

(4) GRAVITY module.

(a) Gravity outlets through the line-of-protection are
normally the most cost-effective means of evacuating interior
flood waterswhen the interior gage is greater than the exteriors.
Andysisof culvert hydraulics is complex because inlet or outlet
controls may govern. The GRAVITY module produces afamily
of outlet rating curves based on different exterior stage
conditions.

(b) HEC-IFH performs gravity outlet analysis by direct entry
of the outlet rating or by enabling the user to define the outlet
characteristics and a range of computation elevations and
intervals for computing the outlet rating curve. Exterior and
interior invert elevations define the lower bound of the rating.
No flow can occur until the interior ponding elevation exceeds
the invert elevation. Theinterior water elevation must also be
greater than the exterior for flow to occur. Figures 3-17 and
3-18 depict the basic data entry screen for the gravity outlet
rating computations and the corresponding computed rating
table, respectively. Instead of using only the limited data shown
in Figure 3-18, the program uses a computed 50x50 matrix of
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CSA 01.64.60
Study ID RBEND1 I Interior Pond (POND) “

Enter Surface Areas for Computing Uolumes

Storage Table ID KIFIIN Pond Surface | Storage
Elevation Area Uolume
Description (ft) (ac) (ac—ft)

Interior pond for App. C example.

169.
334.
571,
909.
1371.
1964.
7364.

PROUIUNIDNUD D

1Help 2PrtScr 3 4 5 6D0S ? 8 10Exit
Press <F10> to Save Data and Return

Figure 3-15. Ponding surface area data entry screen

FPOND SURFACE AREA AND STORAGE UVOLUME

RBENHD1 FOND1
___VOLUME AREAR Area Cac?
a 208 488 588 80a 1888 1288 1488 1608 1888 2088

606 ——— ——— —— ——

6a4

6az

(=11

598

596

Elevation (ft?»

594 |

saz b : - : - : : : -

Sag s 1 L 1 L 1 L 1 L 1 s 1 L 1
a 1088 2088 Jaaa 4888 Saea 5088 7aea =1 s L]

Uolume tac—+t2»

Figure 3-16. Pond surface area and storage volume plot
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CSA 01.04.60
Study ID RBEND1 I Gravity Qutlets (GRAVITY) I
Compute Gravity Outlet Rating Table for Culvert
Outlet Structure ID phgiiid
Description Single 4x4 Box culvert.
Culvert Type: [Box1 Circular
Number of Identical Outlets
Length (ft)
Manning’s n
Entrance Loss Coefficient
» Tailvater Tabulation Interval (ft)
se¢ Flou Capacity Tabulation Interval (cfs)
Exterior Outlet Invert Elevation (ft) 589.00
Interior Qutlet Invert Elevation (ft) 591.66
Exterior Elevation for Gate Closure (ft) gty
» 1/7th the expected elevation range s 1,20th the expected flow range
iHelp 2PrtScr 3 4 5 6D0S 7 8 9 1BExit
Press <F10> to Save Data and Return
Figure 3-17. Data entry screen for culvert computations
CSA 01.64.60
Study ID RBEND1 I Gravity Qutlets (GRAVITY) I
Struc.ID 4X4BOX
Uiew Computed Gravity Outlet Rating Table
Headwater Elevation (ft)
Flou TailWater|TailWater|TailWater|TailWater|TailUater|Taillater
Capacity No Elev. 1| Elev. 2| Elev. 3] Elev. 4| Elev. 5| Elev. 6
(cfs) QTaillater 593.00 597.00 601.00 605.00 609.00 613.00
0.0 591.00 593.00 597.00 601.00 605.00 609.00 613.00
20.0 592.42 593.05 597.05 601.05 605.05 609.05 613.05
40.0 593.30|= 593.30 597.22 601.22 605.22 609.22 613.22
60.0 594.04|> 594.04 597.49 601.49 605.49 609.49 613.49
80.0 594.71|» 594.71 597.87 601.87 605.87 609.87 613.87
100.0 595.34|> 595.34 594.36 602.36 606.36 610.36 614.36
120.0 596.29|* 596.29 598.96 602.96 606 .96 610.96 614.96
140.0 597.17|»* 597.17 599.66 603.66 607 .66 611.66 615.66
160.0 598.07|= 598.07 600.48 604.48 608 .48 612.48 616.48
180.0 599.09|= 599.09 601.40 605.46 609.40 613.40 617.40
260.0 600.24|* 6060.24 602.44 606.44 610.44 614.44 618.44
1Help 2PrtScr 3 4 5 6D0S 7 8 9Plot 16Exit
% Inlet Control Press <Pghn>, <Pgup> or <F10>

Figure 3-18. Computed gravity outlet rating table
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headwater versus tailwater with discharge as the matrix's
internal elementsto interpolate outlet discharge.

(c) Gravity outlets are open whenever the interior water
elevation exceeds the exterior elevation by a user-specified
minimum value (head). The outlet is assumed closed for all
other conditions. A different operation is performed if a gate
closure vaue is specified. Gravity flows are then assumed to
cease When the exterior stage exceeds the gate closure elevation.
Up to five gravity outlets may be entered at the primary location
and for each of the four secondary locations. Chapter 6 of the
HEC-IFH user's manual provides detailed descriptions of the
gravity outlet data entry and analysis options.

(5) PUMP module.

(8) The PUMP module specifies pump characteristics used
to determine the amount of water pumped from the interior area
during flood events. Up to ten different pumping units may be
defined for an interior area. The gtation is assumed to be located
at the primary outlet.

(b) The pumping facilities are defined by a tota head-
capacity-efficiency relationship, shown in Figure 3-19. It is
normally determined from mechanical and/or electrical
engineering analyses. For standard type pumps, the information
may be obtained from the pump manufacturers. The head loss
represents the lump sum of all various losses due to friction,

bends, contractions, expansions, entrance, and exit for the
pumping unit. The total head represents the operating head at
various pumping outflow capacities. It is computed as the sum
of the head loss and gtatic head (exterior elevation minus interior
elevation). Thefind value of head is entered in the total head
column. It is the maximum head against which the pump can
discharge water from the interior. If the maximum head is
exceeded, the pump is assumed to shut off.

(c) Theuser may aso specify pump sart and stop elevations
on amonthly basis as shown in Figure 3-19. Thisflexibility is
useful where seasond operation requires different pumping and
interior ponding operation criteria such as for agricultural or
environmentally sensitive areas. On-off elevations are typically
constant throughout the year in urban areas. Chapter 7 of the
HEC-IFH user's manual provides a detailed description of the
PUMP module.

(6) EXSTAGE module.

(8) Theexterior stage module defines the stage hydrograph
in the channel exterior to the line-of-protection. Exterior stage
represents tailwater elevations that effect seepage and outflow
of the gravity outlet and pumping stations of the interior area.
For CSA, a continuous exterior stage hydrograph is required.
For HEA, exterior stage hydrographs are required for each event
analyzed. The magnitude of the exterior stages and their
coincidence with interior runoff/inflow affect outflow and,

C3A 01.64.60
Study ID RBEND1

I Pump QOutlets (PUMP) “

Pump Unit ID and Description [
Estimated»> Head Loss (ft)

Total Head| Capacity |Efficiency
trt) (cfs) )

Select Option:

A. Plot Head vs. Capacity

B. Plot Start/Stop Elevations

Enter Pump Unit Data

Punp unit for App. C example.

»*Total Head = Static Head + Est Head Loss

Press <F10> to Save Data and Return

ump Start| Pump Stop
Month j Elev.(ft)]| Elev.(ft)
Oct
Nov
Dec
Jan
Feb
Mar
Apr
May
Jun
Jul
Aug
Sep

Figure 3-19. Pump unit data entry screen for continuous simulation analyses
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therefore, interior ponding elevation.

(b) Exterior stage hydrographs may be entered directly,
computed from discharge hydrographs and rating curves, or
computed from rainfall-runoff as defined in a PRECIP and
RUNOFF module (exterior subbasin) and rating curve. The
latter is used where there is a high degree of dependence and
coincidence between exterior and interior events.

(c) HEC-IFH can transfer exterior stages (such as from a
nearby gauge) to another upstream or downstream location
using river transfer relationships. Figure 3-20 illustrates the
concept of relating data from the index location to another
location based on the dope in the water surface profiles.
Evauaion of interior systems with outlets on atributary to the
main sem wherethe exterior stages at the outlet are affected by
the main stem backwater may also be performed. Chapter 8 of
the HEC-1FH user's manual describes the EXSTAGE module
and data entry optionsin detail.

(7) AUXFLOW module. The AUXFLOW module defines
externa flow into the system, overflow and diversion out of the
systemn, and seepage inflow from the exterior river to theinterior
area. Chapter 9 of the HEC-IFH user's manual describes in
detail the AUXFLOW module.

(8) Head-versus-seepage relationships. A secondary inflow
into the ponding area is seepage through or under the line-of -
protection during high exterior river stages. A relationship of
seepage rate versus differential head between the interior pond
and the exterior river stage is generally estimated by the
geotechnical member of the study team. It is based on soil
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materials of the levee and pumping tests of interior relief wells
for an exigting levee project, or estimated from asimilar project
(preferably in the same river basin). On a potentially large
study, money may be available for subsurface investigation early
enough to coordinate with the geotechnical engineer to have a
pump test at one or more boring locations. Generally seepage
islagged 1 day to smulate the flow rate along the seepage path.

(b) Auxiliary inflow. Auxiliary inflows provide means to
enter hydrographs from adjacent areas or to compute them using
methods other than in HEC-IFH. For example, amore detailed
anayss of acomplex sysem (more than two subbasins) may be
performed using HEC-1 or another program and the
hydrographs imported into HEC-IFH from HEC-DSS. HEC-1
may be used to compute hypothetical runoff hydrographs using
the kinematic wave in an urban area. Similarly, a continuous
runoff record generated from a more detailed moisture
accounting program could be imported and used in HEC-IFH.
Data for the PRECIP and RUNOFF modules would not be
required in these cases. Another application of auxiliary inflow
is to import overflow from an adjacent interior areainto HEC-
IFH for the area under study. Thiswould be applicable where
adjacent subbasins have a cascading effect and are analyzed as
separate interior areas. Appendix D provides a case example
application that uses auxiliary inflows.

(c) Diversions. Diversions transfer all or portions of the
runoff from one location to another. Diversions may be made to
remove flow from an upper subbasin to the exterior river viaa
pressure conduit. They may be designed to alter al flows or to
convey flows above or below some target value.

Primary Gravity Outlet and Pump Outlets

Secondary Gravity Outlet No.1

Index Location

Secondary Gravity Outiet No. 3

Secondary Gravity Outlet No. 2

Secondary Gravity Outlet No. 4

®—

]

Invert of Main River Channel

Elevation Differences Between Index and Qutfall Locations

R

Figure 3-20. Main river transfer concept: slope-profile
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(d) Overflow. Overflows occur when an interior ponding
area exceeds the available storage, which causes flows to spill
into an adjacent interior area. HEC-IFH assumes that the flow
leaving the original interior area does not return to that area.
The overflow is defined by specifying a pond el evation-overflow
discharge relationship.

3-7. Interior Analysis

a. Plan development. The interior analysis may be
performed &fter the input data entry is completed. The analysis
definesaplan that consists of a unique combination of modular
data for precipitation, runoff, exterior stage, and interior
facilities. Figure 3-21 shows the data screen used to specify the
various data modules that comprise the plan.

A study typically will have different plans. The first plan may
describe a minimum gravity outlet, a second plan may include
additional gravity outlet capacity, and athird plan may include
a pumping station. Each plan is given aunique plan ID. The
plan ID is used to identify the plan results.

b.  Analysis time.

(1) The“Beginning Datefor Anayss’ and “ Ending Date for
Analysis’ are entered as shown in Figure 3-21. The standard

HEC-DSS format for time series datais used. The beginning
dateisthe end of thefirst computation interval, and the ending

date is the end of the last computation interval in the analysis.
For example, hourly values for the month of October 1990
would have a beginning date of 010CT1990/0100 and an
ending date of 310CT1990/2400. If the analysis of October
1990 consisted of daily instead of hourly values, the starting date
would be 010CT1990/2400 (the end of the first day), and the
ending date is ot changed.

(2) The specified beginning and ending date should be
consistent with the starting and ending periods of time series
used asinput for the calculations. After the dates are specified,
HEC-IFH checks all precipitation, exterior stage, and auxiliary
inflow time series used in the plan. If any of these time series
start after the beginning date of the interior analysis, or end
before the ending date of the analysis, the interior analysis will
proceed using zero (0) for all missing values. If so, amessage
iswritten to the error warning message file.

c. Computation time interval.

(1) General. The computation time interval, shown in
Figure 3-21, is the time-step for al subbasin runoff, channel
routing, and pond routing computations for the interior analysis.
This value must be between 5 min and 24 hr. Choosing an
appropriate time interval isimportant. If the primary interior
problem is providing facilities to handle the volume of water
reaching the line-of-protection (such as alarge ponding areain
an agricultura ares), along computational time interval of up to

CSA 01.64.60

Study ID RBEND1

I Perform Interior Amalysis I

IJEVIRIPLANP [ Y531 3T MlMx4 Box culv. with 200—cfs pump. PARTIAL
Module
Module ID Description

Basin Average Precipitation JgiXepigl
Runoff Hydrograph Parameters i)t}
Interior Pond INTPOND1
Gravity Outlets OUTLET1
Pump Data PUMPMOD1
Exterior Stage EXSTAGE
Auxiliary Flow

Precip. module for River Bend Example.
Runoff module data for App. C example.
Interior pond module data for App. C.

1 - 4x4 box at the primary location.
Punp module for App. C example.
Exterior stage data for App. C example.

iHelp 2PrtScr 3Index 4 5

Beginning Date for Analysis (DaMonYear/HrMn)
Ending Date for Analysis (DaManYear/HrMn)
Computation Time Interval (e.g. 1HOUR, 1DAY, ...)

Press <F160> ta Proceed to the Menu

B10CT1950-0100
30SEP1960,24060
1HOUR

6D0S ? 8 9 10Exit

Figure 3-21. Plan specification screen
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1 day may be appropriate. If the problem is providing facilities
to handle peak flow reaching the line-of-protection (such as for
an urban area with little or no ponding volume), then a short
time interval is required. A good test is to analyze a plan
configuration using several time intervals until the results are
consistent, especially the stage-frequency relationship.

(2) Effect of the Computational Time Interval on Other
Computations. Selection of a computation time interva can
affect the validity and numerica dability of severa
computations. Shorter time intervals generally provide more
stable results. If the output results indicate a significant
difference between total inflow and outflow volume, a shorter
time interval may be required.

d. Interior analysis computation sequence. After the
plan is specified, the screen illustrated in Figure 3-22 is dis-
played. This menu controls the interior analysis computations
performed for asingle operation. Five options are available:

. Perform Upper Sub-Basin Analysis (Option A).
Compute the runoff hydrograph for the upper interior subbasin
using the precipitation record from the PRECIP module and the
infiltration loss, unit hydrograph, and base flow parameters from
the RUNOFF module. Add the auxiliary inflow for the upper
subbasin. Subtract thediversion from the upper subbasin. Route
the resulting hydrograph downstream to the lower subbasin.

ETL 1110-2-367
31 Mar 95

. Perform Lower Sub-basin Analysis (+ Upper as
needed) (Option B). Execute Option A, if appropriate and if
not already executed. Then, compute a runoff hydrograph for
the lower interior subbasin using the precipitation record,
infiltration loss, base flow, and unit hydrograph parameters.
Add the auxiliary inflow for the lower subbasin. Combinethe
routed hydrograph from the upper subbasin, if present as aresult
of Option A above.

. Perform Exterior Basin Analysis (Option C).
Execute Options A and B, if appropriate and if not already
executed. Then, compute the exterior stage hydrograph at the
primary outlet location using the data specified in the exterior
stage module.

. Perform Pond Routing Analysis (+ Upper, Lower,
Exterior as needed) (Option D). Execute Options A, B, and
C, if gppropriate and if not already executed. Then, compute the
pond stages and outflows for each time period throughout the
analysis using the data for the interior pond, gravity outlets,
pumps, seepage, overflow, exterior stage, and combined inflow

hydrograph.

. Perform Frequency Analysis (+ Upper, Lower,
Exterior, Pond as needed) (Option E). Execute Options A,
B, C and D, if appropriate and if not already executed. Then,
compute a graphical annual or partial duration series interior

CSA 01.604.60

Study ID RBEND1 I Perform Interior Amalysis I

Plan ID PLAN1

Select Option:
A. Perform Upper Sub-Basin Analysis

B. Perform Lover Sub-Basin finalysis (+ Upper as needed)

C. Perform Exterior Basin Amalysis

D. Perform Pond Routing finalysis (+ Upper, Lower, Ext. as needed)

E. Perform Frequency Analysis (+ Upper, Lower, Ext., Pond as needed)

iHelp 2PrtScr 3 4 5 6D0S ? 8 9 10Exit

Press Letter: or use Arrov Keys and <{Enter> to Select

Figure 3-22. Interior analysis menu
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area elevation-frequency and duration relationship using the
computed interior stage hydrograph.

e. Interior pond routing parameters.

(1) The “Starting Pond Elevation” of Figure 3-23 is the
interior storage pond elevation at the beginning of the analysis.
The starting pond elevation must be within the range of
elevations gpecified in the pond elevation-surface areatable. If
the starting pond elevation is below the minimum elevation, or
above the maximum elevation, HEC-IFH adjusts the starting
elevation to the minimum or maximum value as appropriate. It
also writes a warning message to the plan messagefile.

(2) The “Minimum Head of Gravity Outlet Operation”
specifiesthe minimum positive differential head (interior minus
exterior water surface elevation) necessary before the gravity
outlets will operate. Some levee systems close the gravity
outletswhen the exterior water surface elevation risesto alevel
close to the interior water surface elevation. The user may
specify gates on gravity outlets that require a small head
differential before the outlet will open. Any value greater than
or equal to zero may be entered.

(3) The“Operate Pumps, Gravity Outlets Simultaneoudly?’
option requires a “yes or no” response. If “Yes’ is selected,
then the pumps and gravity outlets operate independently. They
may operate simultaneoudly at times during the analysis. |If
“No” issdlected, then pumps and gravity outlets do not operate

simultaneoudly. In this case, the pumps are assumed to stop
when the gravity outlets are discharging.

3-8. Analytical Procedures

Anoverview of procedures used to perform the CSA and HEA
analyses are described in the following subsections.

a.  Analytical procedures for CSA. HEC-IFH continuous
simulation analyses are performed in the following sequence:

(1) Rainfall. Enter continuous record rainfall data for a
single gauge or several gauges. If appropriate, compute the
composite basin average precipitation for a subbasin as the
weighted average of measurements for up to five individua rain
gauges. Chapter 3 of the HEC-IFH user's manual describes
rainfall data entry.

(2) Rainfal excess. Compute subbasin rainfall excess
values using either the generalized runoff coefficients or the
initial-uniform recovery method. Chapter 4 of the HEC-IFH
user's manual describes these methods.

(3) Runoff.  Transform rainfall excess into a runoff
hydrograph for each interior subbasin using user-defined unit
hydrograph methods. Add base flows to the computed runoff
hydrographs. Chapter 4 of the HEC-IFH user's manual
describes these methods.

CSA 01.64.60

Study ID RBEND1

I Perform Interior Amalysis I

Starting Pond Elevation (ft)

iHelp 2PrtScr 3 4 5
Press SPACE to select:

Perform Pand Routing Analysis

Minimum Head for Gravity Outlet Operation (ft)
Operate Pumps, Gravity Outlets Simultaneously?

6D0S ? 8 9
Press <F10> to Perform fAnalysis

591.00
0.10
[Yes]1 No

10Exit

Figure 3-23. Pond starting conditions screen
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(4) Auxiliary flows. Determine auxiliary flows such as
diversons from the upper interior drainage area, overflow from
an adjacent lower areg, or seepage through the levee. Chapter 9
of the HEC-IFH user's manua discusses auxiliary flows.

(5) Channel routing. Route the total discharge hydrograph
from the upper portion of the interior area to the interior
ponding area using the modified Puls, Muskingum, or Lag
methods. Chapter 4 of the HEC-IFH user's manual discusses
channel routing.

(6) Exterior stages. Define exterior stage data using an
exterior stage hydrograph or an exterior discharge hydrograph
and channel rating curve. Exterior discharge hydrographs may
also be computed using the same rainfall-runoff methods
described for interior discharge hydrographs. Chapter 8 of the
HEC-IFH user's manual describes exterior stage data.

(7) Pond routing. Routeinterior inflow through the ponding
area and discharge it through the line-of-protection via the
gravity outlets and/or pumping stations. Seepage and auxiliary
flows into or out of the ponding area are included in the pond
analysis. Chapter 5 of the HEC-IFH user's manual describes the
interior pond module, while Chapter 10 describes the interior
pond routing computations. The gravity outlet rating curve, the
pump outlet capacity, and seepage and overflows are described
in Chapters 6, 7, and 9, respectively, in the user's manual .

(8) Results analysis. Develop devation-frequency
relationships, duration of flooding, and other pertinent
hydrologic information from the analysisresults. Chapter 11 of
the HEC-IFH user's manual documents the program results,
output tables, and plots.

b.  Analytical procedures for HEA. HEC-IFH program
procedures for hypothetical event analysis are performed in the
following sequence:

(1) Rainfal. Enter hypothetical storm depth-duration-
frequency data for individua or multiple hypothetical events
historic storms and/or for the SPS. Hypothetical frequency
storms are balanced storm distributions with total rainfall
amounts consistent with specific exceedance frequencies or
recurrence intervals. The program can consider the 0.2-percent
(500-year), 1-percent (100-year), 2-percent (50-year), 4-percent
(25-year), 10-percent (10-year), 20-percent (5-year), and
50-percent (2-year) frequency storms. The SPSis determined
according to the criteria discussed in EM 1110-2-1411.
Chapter 3 of the HEC-IFH user's manua describes rainfall data
entry.

(2) Rainfall excess. Compute rainfall excess for each
interior subbasin using SCS curve number, Holtan, Green-
Ampt, or the Initial-Uniform methods. Chapter 4 of the HEC-
IFH user's manual describes these methods.
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(3) Runoff.  Transform rainfall excess into a runoff
hydrograph for each interior subbasin. Unit hydrographs may
be entered directly, or computed using the Clark, Snyder, or
SCS Dimensionless unit hydrograph methods. Compute base
flow and baseflow recession. Chapter 4 of the HEC-IFH user's
manual discusses the available unit hydrograph methods.

(4) Auxiliary flows. Determine auxiliary flows such as
diversions from the upper interior area, overflow from an
adjacent lower area, and levee seepage. Chapter 9 of the HEC-
IFH user's manual describes auxiliary inflows and diversions.

(5) Channel routing. Route the total discharge hydrograph
from the upper portion of the interior area to the interior
ponding area. The modified Puls, Muskingum, Muskingum-
Cunge, or Lag methods are available. Streamflow routing is
discussed in Chapter 4 of the HEC-1FH user's manual .

(6) Exterior stages. Define exterior stage data using an
exterior stage hydrograph or an exterior discharge hydrograph
and channdl routing curve. Exterior discharge hydrographs may
be computed using the same methods described for interior
discharge hydrographs. Chapter 8 in the HEC-IFH user's
manual describes exterior stage data.

(7) Pond routing. Routeinterior inflow through the ponding
area and discharge it through the line-of-protection via the
gravity outlets and/or pumping stations. Include seepage flows
through the line-of-protection, as well as overflows from the
ponding area. Gravity outlet rating curves, pump station
capacity, seepage/diversions, and interior pond routing
computations are described in Chapters 6, 7, 9, and 10,
respectively, in the HEC-1FH user's manual.

(8) Analysis results. Determine the interior elevation-
frequency relationships and other results from the computation
outputs of the HEC-1FH program.

3-9. Analysis Summaries

HEC-IFH has extensive reporting capabilities. Table 3-1
provides an overview of the output capabilities for both the CSA
and HEA options. Figures 3-24 and 3-25 show the hydrologic
analysis summary screens, from which the user may view the
output and print results. Chapter 12 of the HEC-IFH user's
manual provides a detailed description of the output summary
capabilities of HEC-IFH.

3-10. Plan Comparison

The HEC-IFH program enables users to compare the
performance of various plans in tables and graphicaly.
Figures 3-26 and 3-27 show users options for plan comparison
for the CSA and HEA. Chapter 13 of the HEC-IFH user's
manual provides details on the plan comparison capabilities.
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Table 3-1
Overview of HEC-IFH Hydrologic Analysis Summaries

Type of Output

Continuous Simulation Analysis

Hypothetical Event Analysis

Input data Analysis input summaries
Detailed output Calculation period summaries
Monthly totals/averages Monthly summaries

Annual totals/averages
Summary of all results
Error messages

Analysis input summaries
Analysis by events

W ater year annual summaries -
Analysis record summaries
Analysis, warning/error messages

Event comparisons
Analysis, warning/error messages

I Hydrologic Analysis Summaries I

Begin 010CT1950,/0160
End 30SEP1960/2460

CSh 61.64.60
Study ID RBEND1
Plan ID PLANP

Analysis Input Summaries
B. Rainfall-Runoff Summary
C. Gravity Outlet Data
D. Pump Station Data

Calculation Period Summaries
Rainfall-Runoff Data
Interior/Exterior Data
Detailed Inflow Data
Detailed Outflow Data
Detailed Grav. Outflow Data
. Area Flooded Data

G = L @ ™7

Monthly Summaries
K. Average Monthly Rainfall
L. Interior/Exterior Data
M. Pump Operation

1Help 2PrtScr 3 4 5

6D0S 7 8 9
Press Letter: or use Arrov Keys and <Enter> to Select

Water Year Annual Summaries
N. Rainfall-Runoff Data
0. Interior/Exterior/Pump Data
P. Maximum Area Flooded

Analysis Record Summaries
Maximum Values

Inflows and Outflows
Exceedance Duration Table
Plotting Position Table
Stage-Frequency Table
Pump Operation

coC-IUWIO

Analysis Error Messages
V. List Warning/Error Messages

10Exit

Figure 3-24. Menu of continuous simulation hydrologic analysis summaries

3-11. Summary
Feasibility studies are conducted within the framework of

ER 1105-2-100, with specific hydrologic engineering guidance
found in EM 1110-2-1413. If HEC-IFH is to be applied, the
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hydrologic engineer should review and understand the concepts
and application capabilities of the program as described in the
HEC-IFH user's manual (USACE 1992). Oncethe programis
ingtaled and running, and the test problems yield correct results,
the study is ready to be conducted.
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HEA 01.04.60
Study ID RBEND1 I Hydrologic Analysis Summaries I
Plan ID PLANP
Analysis Input Summaries Event Comparisons
M. Rainfall-Runoff Data
B. Rainfall-Runoff Summary N. Maximum Flows
C. Gravity ODutlet Data 0. Flood VUolumes
D. Pump Station Data P. Gravity Outlet Analysis
Q. Pump Analysis
R. Frequency Analysis
Amalysis by Events
E. Rainfall-Runoff Data Analysis Error Messages
F. Interior/Exterior Data S. List Warning/Error Messages
G. Detailed Inflow Data
H. Detailed Outflow Data
I. Detailed Grav. Outflow Data
J. Area Flooded Data
K. Maximum Values
L. Inflows and Outflows
1Help 2PrtScr 3 4 5 6D0S 7 8 9 1BExit
Press Letter: or use Arrov Keys and <{Enter> to Select

Figure 3-25. Menu of hypothetical event hydrologic analysis summaries

CSA 01.64.60
Study ID RBEND1 I Comparison of Plans “
Analysis Summaries
B. Flood VUolume Data
Gravity Outlet Analysis
C. Outflov Uolumes
D. Days Blocked
Pump Analysis
E. Capacity Summary and Days Pumped
Interior Analysis
F. Maximum Interior Elevations
G. Duration of Interior Flooding
H. Maximum Interior Area Flooded
1Help 2PrtScr 3 4 5 6D0S 7 8 9 10Exit
Press Letter: or use Arrov Keys and <{Enter> to Select

Figure 3-26. Continuous simulation plan comparison summary menu
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HEA 61.04.60
Study ID RBEND1 I Comparison of Plans "
Select Option:
B. Maximum Interior Elevation-Frequency
C. Maximum Interior Area Flooded-Frequency
D. Maximum Total Interior Inflow-Frequency
1Help 2PrtScr 3 4 5 6D0S 7 8 9 1BExit
Press Letter: or use Arrov Keys and <{Enter> to Select

Figure 3-27. Hypothetical event plan comparison summary menu
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Chapter 4
Line-of-Protection and Minimum Facility
Analysis Concepts

4-1. Overview

a. This chapter discusses the hydrologic engineering
analysis for studies where the line-of-protection is analyzed as
part of the study prior to analysis of the interior system. It fo-
cuses on hydrologic engineering study requirements and associ-
ated HEC-IFH analysis capabilities for implementing a mini-
mum interior facility as part of aline-of-protection project.

b.  The study strategy assumes that the interior facilities
(which will become part of the recommended plan) are planned
and evaluated separately and incrementally from the line-of-
protection project. The major project (levee/floodwal) is
conceptualy divided from the planned interior facilities by
initidly evauating aminimum facility considered integral to the
line-of-protection. If a levee/floodwall exists, the minimum
interior facility is that which is presently in place. If the
leveeffloodwall is being planned, the minimum facility must be
formulated and the evaluation of the line-of-protection benefits
performed with the facility in place. The residual interior
flooding is the target of the interior planning efforts; benefits
attributed to the increased interior facilities will be the reduction
in the residual damage.

c. The following sections assume that the line-of-
protection does not exist and is being planned asthe initial part
of theinvestigation. The minimum facility analysisis therefore
part of the study.

4-2. Without Line-of-Protection Condition
Analysis

a. Overview. The without line-of-protection condition
assumes no protection is in place. HEC-IFH cannot directly
analyze the without-project condition. Traditional analytical
procedures and programs, beyond the scope of this document,
are used. It is briefly discussed here because the hydrologic
runoff analyses of the main stem (exterior) and local stream
(interior) and their coincidence and dependence may be
applicable in subsequent interior analyses involving HEC-1FH
analysis.

b.  Hydrologic engineering analysis concepts.

(1) The without line-of-protection analysis is often
complicated by the coincident and dependent nature of flooding
from the main stem and local stream. The nature of flooding
between the main ¢em and local stream is critical to the type of
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hydrologic engineering approach used and the corresponding
flood damage computations. |s the flooding between the two
systems coincident? Arethe events dependent? The assessment
of the study area to determine the coincidence and dependence
of flooding from the main stem and loca stream is often a
complex but necessary step in flood damage analyses. Section
2-3 and Table 2-1 describe coincidence and dependence for
interior studies, and are relevant for line-of -protection feasibility
studies. Figure 4-1 illustrates how a damage center can be
flooded by both the main stem and the local stream runoff.

(2) Thedependence of events causing the flooding of the
two systems can influence the type of hydrologic andysis.
Andyssof observed or historical events should aways be used
for vdidation and calibration of the assumptions and results. If
the main stem and local stream are highly dependent, such asfor
amain stem drainage area that is relatively small (e.g., 259 sq
km or 100 sq miles) in comparison to the local stream (e.g.,
25.9 sqkmor 10 sg miles), the same storm events would likely
affect each sysem. Analyseswould normally include evaluation
of baanced hypothetical storms over both systems. For
thunderstorms, the evauation may also include storms centering
over theinterior area. Continuous record analysis could aso be
used, if sufficient data are available.

(3) For studies with no or little dependence, such as a
25.9-sg-km  (10-sg-mile) loca stream flowing into the
Mississippi River main stem, a different approach is normally
required. The events causing flooding are likely independent
and may be highly noncoincident. Again, assessment of historic
dataand other information is required to assure this assumption
isvalid. Assuming it is, the two systems could be analyzed
using the coincident frequency method or continuous record
analyses described in Chapter 2.

(4) For most studies, the degree of dependence and coinci-
dence will not be at the two extremes. The hydrologic engi-
neering analysis may include continuous records, hypothetical
event type studies, or combinations of both. Asapplicable, all
other information and analyses should be used to provide data
and insights as to the reasonableness of the results.

4-3. With Line-of-Protection and No Interior
Facilities

a. General. Theformulation and evaluation of the size
and configuration of the line-of-protection are separate problems
beyond the focus of this document. Required analysis
procedures are described in the following documents:

. Guidance for Conducting Civil Works Planning
Studies, ER 1105-2-100.
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. Risk-Based Analysis for Evaluation of Hydrology/
Hydraulics and Economicsin Flood Damage Reduction Studies,
EC 1105-2-205.

. Hydrologic Analysis of Interior Areas, EM 1110-2-
1413.

. Hydraulic Design for Local Flood Protection Projects,
ER 1110-2-1405, and other documents.

For the interior area analysis, the line-of-protection is assumed
in place and local stream conveyance to the main stem or
exterior iscut off by theline-of-protection as shown in Figure 4-
2. Therunoff and contributing area of the existing and potential
storm sewer system must be considered. Flooding from the
exterior is blocked by the line-of-protection up to the
overtopping event. Thisisthe without-project condition for the
minimum facility andysis and represents an upper bound for the
stage-frequency relationship with the minimum facility in place.
The god is to subsegquently reduce the stage-frequency
relationship for the local stream without the line-of -protection
in place by implementing the minimum facility discussed in the
following section.

b. HEC-IFH analysis. HEC-IFH may be used to
determine the stage-frequency relationship for the ponding area
associated with the line-of-protection in place and no interior
facilities. The runoff procedures and hydrographs generated for
thelocal stream are often event-based since this condition only
represents an upper limit for the minimum facility analysis and
has no outlets to enable evacuation of water from the interior
area. The analysiswill normally be HEA but could be discrete
observed events using HEC-IFH analysis that includes a plan
congsting of the PRECIP, RUNOFF, POND, EXSTAGE, and
perhaps AUXFLOW modules. Gravity outlets and pumps are
not andyzed. Stage-frequency relationships may be devel oped
for each interior ponding areausing HEC-1FH. Thelocal stream
runoff analysis may be the same as described for the without
line-of-protection condition including, if applicable, future
without-project conditions. The difference, however, is that
local stream runoff will pond behind the line-of -protection and
main stem (exterior) flooding will be blocked to the top of the
line-of -protection.

4-4. Minimum Facility Analysis

a. General. Theminimum facility of theinterior areais
judtified asanintegral part of the line-of-protection as shown in
Figure 4-3. The minimum facility should provide interior flood
protection during gravity (unblocked or low exterior) conditions
suchthat thelocal storm sewer system functions essentially the
sameasit did without alevee in place for floods up to the storm
sewer design. The stage-frequency relationship for the with-
minimum-facility-in-place condition becomes the without-
project condition for evaluating additional interior flood damage
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reduction measures. The residual damage with the minimum
facility in place is thus the target for damage reduction of
additional flood reduction measures.

b.  Storm sewer design and configuration.

(1) Thelayout, planned changes, design discharges, and
invert elevations of existing and potential future storm sewer
systems must be considered as part of the minimum facility
analysis. These data are used to define contributing drainage
areas, invert elevations of major conveyance channels, gravity
outlet inverts, pump on-off elevations, and local design criteria
for inlet and outlet works. Data collection and analysis of storm
sewer systems, which include the existing and future system
layout, design, and operation information, are generally provided
by the local public works department or city engineer. The
proper delineation of drainage areas that contribute to the
interior ponding adjacent to the line-of-protection isimportant
totheinterior analysis. The natura topography should be used
for initial boundaries. The storm sewer layout often crosses
topographic boundaries and thus may affect the amount of runoff
into or out of the system.

(2) The location of flow concentration at the line-of-
protection often affects where gravity outlets or pumps may be
located and the layout of the collector/conveyance system
adjacent to the line-of -protection. The potential of combining
flowsinto a collector system should be evaluated. Findly, if a
storm sawer system does not exist, one may need to be designed
to assure the interior system is compatible with contributing
flow areas and invert elevations of any planned interior flood
damage reduction system.

(3) The effect of storm sewers may be analyzed using
HEC-IFH by modifying the unit hydrograph for events affected
by storm sewers in the RUNOFF module of HEC-IFH. The
contributing drainage areas may also be adjusted in the
RUNOFF module or the AUXFLOW diversion option can be
used to adjust storm sewer flows into or out of the subbasin.
The time series of runoff hydrographs, including storm sewer
flows, may be imported into HEC-1IFH (AUXFLOW module)
insteed of directly calculating the runoff. Thisis appropriate for
complex systems and those requiring more sophisticated runoff
computations such as for situations when pressure storm sewer
flows are asignificant issue.

c.  Evaluate range of minimum facilities. The minimum
facility will aimost always consist of gravity outlets, but may
include pumps if the coincidence of flooding between the
interior and exterior is high for very prolonged periods such as
for lakes or new upstream storage projects. The physical
characterigtics of the minimum facility gravity outlets should be
established prior to the analysis and refined as the anaysis
proceeds. The analysis should be performed for the range of
hypothetical frequency events. The analysisis performed
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assuming unblocked gravity outlet conditions. Each plan
eva uated would include the same data or PRECIP, RUNOFF,
POND, EXSTAGE, and AUXFLOW modules as the without
line-of -protection condition plusthe GRAVITY module.

d.  Minimum facility sizing analyses. The following
paragraphs describe the strategy for sizing the minimum gravity
outlet facility usng HEC-1FH.

(1) Define three or four gravity outlet configurations
(different GRAVITY modules) of increasing capacity. Outlet
sizes should envelop the largest storm sewer size or ditch
capacity at the line-of -protection.

(2) Enter the gravity outlet data requirements into HEC-
IFH. Both the CSA and HEA methods have the same data
requirements. For interior analyses, the outlet headwater isthe
interior ponding devation and the tailwater is the exterior stage.
The following two items of information are required for each
gravity outlet:

(8 A gravity outlet rating table that lists the headwater
depth required for a range of outlet flow rates and tailwater
depths. This table may be entered by the user or computed by
HEC-IFH for circular or box culverts. Generally, the user will
choose the option that allows the program to compute the outlet
rating tables.

(b) HEC-IFH dlows the user to adjust the exterior stage
or tailwater condition to match the actua location of each
gravity outlet.

(3) Defineanew plan for each gravity outlet capacity to be
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evaluated. All HEC-IFH data entry modules will be the same
except the GRAVITY modulewill change for each plan. Using
local storm HEA, compare the results of each plan using the
program's plan comparison capability. The plan comparison
assessment should be for the with line-of-protection and no
outlets (Section 4-3) condition and each gravity outlet plan
analyzed by HEC-IFH. They should then be compared to the
targeted local stream frequency that is not computed in HEC-
IFH.

(4) Sdect theminimum facility which is the gravity outlet
capacity or plan that essentially makes the stage-frequency and
associated flood damage to the interior area no worse than
flooding to the area from the loca stream without the line-of-
protectionin place. Rarer events, which exceed thelocal storm
sewer design, may be grester with the minimum facility in place.
See Figure 4-3.

4-5. Summary

The minimum facility is justified as part of the line-of-
protection. Itisamost dwaysgravity outlets. Minimum facility
andyssinvolves both the base year conditions and at least one
future condition analysis, if it islikely to change and impact the
analysis. Interior stage-frequency relationships for these
conditions may be needed to select a minimum facility. The
minimum facility provides interior flood protection during
unblocked or low exterior conditions such that the local storm
sawer systemn functions essentially the same as without the levee
in place for floods up to the storm system design. The
subsequent without-project condition is used to formulate and
evauate interior flood damage reduction measures assuming the
minimum facility in place.



Chapter 5
Analysis of Interior System Flood Damage
Reduction Measures

5-1. Overview

a.  Thischapter describes the formulation and evaluation
of asat of flood damage reduction plans for interior areas. The
condition with the line-of -protection and the sel ected minimum
facility becomes the without-project condition for evaluating
additiona features. If the line-of-protection is in place, the
exiging sysemisthe without condition for analysis of enhanced
interior facilities. The enhanced facilities may include additional
gravity outlet capacity, pumping stations, ponding area storage,
and nongtructural measures. Figure 5-1 conceptually shows an
interior system with gravity outlets and pumps.

b. The criteria specified in the “Planning Guidance
Notebook” (ER 1105-2-100) and EM 1110-2-1413, are
principal references for analysis of interior systems. The
application of continuous record and hypothetical event
analytica proceduresusing HEC-I1FH is detailed in this chapter.
More detailed examples of its application are provided in the
case example studies described in Appendices D and E.

5-2. Without-project Conditions

a. General. Exigting and future without-project
conditions analyses are required to determine the value of
implementing flood damage reduction measures. The initial
hydrologic engineering goal is to define the flood hazard,
performance, and operation procedures of the existing without-
project condition. Observed event information isimportant to
define these characteristics and validate the analysis results.
The continuous simulation and/or hypothetical event options of
HEC-IFH may be used in the analyses depending on the
information available and the nature and complexity of the
interior and exterior system.

b.  Storm sewer design and configuration. If the levee
and minimum facilitiesarein place, the layout, planned changes,
design discharges, and invert devations of existing and potential
future storm sewer systems must be considered as part of the
with- and without-project conditions for the interior analysis.
See section 4-4b.

c.  Existing without-project conditions.

(1) The exigting without-project condition used in the
evaluation of interior flood damage reduction measures is the
initid focus. The line-of-protection and minimum facilities are
assumed in place, as described in Chapter 4 and EM 1110-2-
1413. Theanalysisisthe same asthat for the minimum facility

ETL 1110-2-367
31 Mar 95

except now the dependence and coincidence of interior and
exterior flooding must be considered. Thisisinstead of just the
unblocked outlet condition used to size the minimum facility for
most studies. Input data and analysis would essentially be the
same as described in Chapter 3. The existing without-project
conditions plan is described in HEC-IFH by the PRECIP,
RUNOFF, POND, EXSTAGE, GRAVITY (minimum facility)
modules, and perhapsthe AUXFLOW and the PUMP modules.

(2) The HEC-IFH analysis results should be validated
from severa perspectives. Historic events (stage-frequency,
durations, coincidences, etc.) may be analyzed and the model
cdibrated to observed and reasonable results. The percent run-
off for historic and hypothetical frequency events and monthly
recovery rates for continuous record analysis must be reason-
able, as should other factors such as gravity flow, seepage and
genera operation and performance. The results should be care-
fully ingoected and the flood hazard (stage-frequency, depth and
extent of flooding, duration, warning time, etc.), performance,
and operation of the system clearly defined. Performance in-
cludes how the interior system responds for a range of events
and conditions. Operation should closely approximate that pres-
ently used in a physical and institutional sense. This normally
isthe gravity outlet but includes pumpsif they presently exist.

d.  Future without-project conditions.

(1) Hydrologic engineering analysis of future without-
project conditions typically involves urbanization effects on
watershed runoff. The process includes identification of areas
for the most likely future urbanization or intensification of
exigting urbanization from future land use planning information
obtained during the preliminary investigation phase. This
includes types of land use and conveyance system changes.
Conveyance system changes refer to the storm drainage and
authorized flood control projects likely to be implemented by
locals. Other future dternate land use conditions may be
assessed if necessary. The future years in which to determine
project hydrology are normally specified by the study manager.
Generally, the start of project operation or base year (existing
conditions may be appropriate), and some year during the
project life (often the year when land use planning information
isavailable) are selected.

(2) The HEC-IFH plan for future without-project
conditions normally consgts of the existing conditions plan with
changes only to the runoff and perhaps routing characteristics
defined in the RUNOFF module. Runoff would relate to
urbanization effects on the unit hydrograph and loss rates.
Routing changes might be related to aterations in the
conveyance channel prior to entering the lower ponding area or
encroachment into the natural storage remote from the line-of-
protection. Other changes could aso occur depending on the
study area and any projected flood damage reduction measure
enhancements.
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5-3. Flood Damage Reduction Measures

a. General. A rangeof potential flood damage reduction
measures and performance standards should be addressed in the
study of interior areas. These measures may be structural or
nonstructural in nature. Emphasis here is on gravity outlets,
detention or ponding at or near the line-of-protection, and
pumping stations since they represent primary flood damage
reduction measures for interior areas. A comprehensive array
of other measures combined into plans should aso be
investigated.

b.  Gravity outlets.

(1) Gravity outlets are defined as culverts, conduits, or
other openings that permit discharge of interior waters through
the line-of-protection. The size of the gravity outlet is based on
the economic, environmental, and social aspects associated with
the outfall ditch, gravity conduit, and ponding area analyzed as
a collective system. The size selection must be based on the
functiona operation of the outlet for arange of expected events
and not on a single design event. Where possible, gravity
outlets should belocated at or near where the line-of-protection
intersectsthe naturd or existing conveyance system or detention
areg, called the primary location. 1t isnormally more feasible to
provide onelarge gravity outlet than several smaller ones. This
may require an interceptor system along the line-of -protection.

(2) Mog gravity outlets are corrugated metal or reinforced
concrete pipes, or reinforced concrete box culverts. Guidance
in EM 1110-2-3104 states that reinforced concrete pipe should
be used exclusively for urban levees and agricultural levees
where substantia |oss of life and/or property can occur due to
embankment failure at the outlet location. For agricultural
levees where no substantial loss of life and/or property can
occur, corrugated pipe with a protective coating may be used.
In those cases, fill heights of levee embankment must be less
than or equal to 3.66 m (12 ft) above the pipe invert, and pipe
diameters cannot exceed 0.914 m (36 in.). Corrugated pipe
between 0.914 and 1.52 m (36 and 60 in.) may be used if
service conditions are investigated in detail and safety
requirements are satisfied. Corrugated pipe with a diameter
greater than 1.52 m (60 in.) should never be used. Some new
gravity outlet pipes are made of reinforced fiberglass and
polyethylene that do not rust and have very low flow resistance.

(3) Gravity outlets should have asufficient invert elevation
and dopeto minimize siltation in the outlet. An exterior stage-
exceedance duration table or plot can help pick an invert in
which the exterior stage is below the invert most of the time.
HEC-IFH can determine and plot a stage-exceedance duration
table, if continuous simulation data are available. Likewise, the
invert must be low enough to flow full before interior depth
reaches damage elevation.
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(4) The type of inlet chosen defines the entrance loss
coefficient, which affects the design headwater elevation.
Chapter 6 of the HEC-1FH user's manual lists these coefficients
for both corrugated metal pipes and concrete pipes and box
culverts. Inlet designs using a headwall and wingwall or a
precast concrete or corrugated end section give lower loss
coefficients and therefore greater flow capacity. Sometimes, in
locations where large debris can reech the inlet, a debris retarder
or trashrack is needed.

(5) Thegatewell for the gravity outlet isnormally located
on theriversde of the line-of-protection (see Figure 5-2). This
isdonesothat if problemsin the gravity outlet under the line-of -
protection occur, the gate can be closed and exterior water
cannot enter the protected area. Hydrostatic pressure through a
bresk or separation in the outlet will not jeopardize the stability
of the earth levee or floodwall above it. Many Digtricts also
provide flap gates at the discharge end of the gravity outlet to
prevent backflow into the interior area when the outlet is open.
Interior water could still flow into the exterior any time the
interior ponding elevation exceeded the exterior.

(6) Gravity outflow rating curves are normally required to
asess the outflow conditions of themgjor outlets. Rating curves
should be developed for primary gravity outlets but may be
combined for secondary outlets. Interior area discharge rating
curves for gravity outlets are determined for arange of low to
high tailwater conditions. Chapter 3 overviews the gravity
outlet input datafor HEC-1FH and Chapter 6 of the HEC-IFH
user's manua describes the GRAVITY module concepts in
detail.

(7) Exigting gravity outlet operation criteria should be
obtained from the agency responsible for operating the interior
system. Andyssof modified operation proceduresis part of the
plan formulation process. The normal operational procedureis
to release water in an attempt to follow the lowering of the
interior stageswhile maintaining a small positive head. Thelag
time between interior and exterior peak stages may be a critical
factor in the operation specification. Detention storage near the
line-of-protection can reduce the capacity needed for outlets.
Conveyance channels must be sized to assure that flows are
conveyed to gravity outlets. The ditch rating curve option of the
POND module may be used to approximate controlled inflow to
the gravity outlet at the primary location.

Staff gauges are usualy placed on both sides of the line-of-
protection to effectively operate the gravity outlets. These
gauges show the water surface devation on each side of the line-
of-protection and thus give the differential head between the
inlet and outfall sides of the gravity outlet. When the exterior
stage reaches a specified staff gauge stage or elevation, the
gravity outlet gates are closed to prevent backwater flowing into
theinterior and to maintain the necessary storage in the ponding
area. This elevation is caled the gate closing elevation.
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Figure 5-2. Gravity outlet concepts

Anytime the interior elevation is higher than the exterior, the
gate could be opened to alow flow out of theinterior until the
differential becomes zero.

c.  Pump stations.

(1) Pumps are designed to lift storm water and other
interior flows over or through the line-of-protection to the
exterior river, lake, or coastal areas as shown in Figure 5-3.
Pump stations operate to reduce peak stages and duration of
ponding when flow through gravity outlets is precluded or
impeded by high exterior stages. Consideration should be given
to setting these e evations so that the pumps may be operated at
least once or twice annually for maintenance and testing
purposes. Pumps may be used for storm runoff, groundwater
and seepage, water accumulated from overtopping waves, and
mixed flows with sanitary sewage.

(2) Pump stations are generaly considered after analysis
of gravity outlets and detention storage, since the initial and
continuous operations, maintenance, and power costs of the
gationsare commonly sgnificantly greater than other measures.
For areas where interior and exterior flooding are highly
dependent (high likelihood of blocked gravity outlets coincident
with interior flooding), pumping may be the only means to
significantly reduce interior flood stages. For areas with inde-
pendent interior and exterior flood conditions, where coincident
flooding is not likely, pumping facilities may not be required.
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(3) Pump dationsaretypicaly located adjacent to the line-
of-protection. Normally a larger capacity station is more
desirable than several smaller ones. Gravity outlets may be
offset if located near pump stations where significant direct flow
access to both the pump and gravity outletsis unavailable.

(4) Aswith gravity outlets, pump stations should have staff
gauges on both sides of the line-of-protection, unless the gravity
outlet already has staff gauges. Pump start elevation should be
set such that al pumps are in operation before the start of
interior damage. The sequencing of the pumps is dependent on
the approach channel's ability to deliver adequate water;
therefore, an approach channel rating curve is required. The
pump stop elevation is set below the damage elevation and
although not necessarily tied to the channel rating curve,
pumping should not continue if the capacity is not delivered by
the channdl. If the pump stop elevation is set too low, the sump
would have to be lowered to maintain sufficient water depth
over the impeller. A significant cost increase would occur in
this situation.

(5) Thepumping station should be aligned to allow direct
flow patternsinto the forebay from the conveyance channel or
detention aress. Thekey, therefore, isto design the station with
an evenly baanced flow distribution in the approach channel or
pipe. A long straight approach of about 100 m (several hundred
feet) isrecommended as well as a straight approach through the
station inlet into the sump area. A trashrack is located at the
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Figure 5-3. Pump station concepts

inlet to the station and should be designed to pass flow into the
sump with aminimum of head loss and flow disturbance. For
open channel approaches, reversing the invert dope away from
the station, if practical, is done to minimize siltation and
pumping station dewatering problems. The ability to maintain
an even flow distribution minimizes vortex formation. If an
unacceptable vortex forms during pump operation, it could
eventually damage the impeller and pump bearings.

(6) The pumping station selection is part of the planning
process. The feasibility of pumping stations is based on
economics and other considerations. In general, the without-
pump condition (with gravity outlets and detention storage
implemented) must show adverse effects under present and the
most likely future condition. Implementation of a pumping
gation mugt reduce the adverse effects sufficiently to justify the
construction and operation of the facility. Finaly, it must be
demongtrated that the implementation of a pumping station is
the mogt effective means of reducing the adverse effects.

(7) The feasibility study should investigate the genera
characterigtics of the pumping station that might include number
and type of pumps, and on-off elevations to the detail necessary
for plan evaluation and selection. These and other features are
finalized and detailed in the design phase. The number and
types of pumps are determined to provide the total capacity
developed in the planning study. Pump on-off elevations are
specified.  Pumping heads for efficiency and darting
assumptions are specified for various combinations of interior
and exterior stage conditions. Figure 5-3 shows key pump

characterigtics. The operating head, 100 percent efficiency, and
maximum head are used to define the pump characteristics and
efficiency used in planning and design studies.

(8) Additional hydraulic information besides the pump
capacity is required. Various pumping heads needed for
mechanical design are shown in Figure 5-3 and are described
below.

(8 Thepriming head isthe difference between the lowest
pump start devation and the center line of the discharge pipe at
its highest point.

(b) Theoperating head considers the full range of interior
and exterior eevationsfor pump operation. The operating head,
aso cdled thetota head, isthe sum of the estimated head |osses
and the static head. The estimated head lossis the summation
of all the head losses for the pump discharge system, including
friction loss, pipe bend loss, etc. The static head isthe exterior
river elevation minus the interior elevation at the pumping
station. The data input to HEC-IFH for each pump unit
analyzed gives the operating head information for a pumping
unit at various flow capacities.

(c) Thehigh head condition isthe difference between the
lowest stop elevation and the highest exterior elevation.

(9) First or operation floor elevations of pumping stations
should be, as a minimum, at or above ground level to provide
convenient access to eguipment, to eliminate need for protection
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againgt groundwater, and to simplify the ventilation of the
operation areas. The consegquence of exceeding pump design
stage must be evaluated. Pumping and gravity outlet effects on
exterior stages and operation of other downstream gravity
outlets should be considered in locating, sizing, and designing
the pumping station.

(10) The pumping station capacity in urban aress is
generdly determined by the physical performance of the facility
and its effect on flood damage reduction, costs, and
environmental and social factors. Station capacities in rural
(agriculturd type damage) arees are selected based on economic
optimization.

d.  Detention areas adjacent to line-of-protection.

(1) The use of detention areas can significantly reduce
gravity outlet and pumping station size and costs. A detention
basin may aso increase the reliability of the system by providing
additiona time for appropriate operation before damaging water
levels occur. A detention area may be natural or excavated
sumps, or induced temporary ponding on vacant areas, streets,
and parks. Only afew areas aretypicaly available or selected.
An interceptor system to collect and convey runoff along the
line-of-protection is generally required.

(2) Topography, existing conveyance patterns, and land
use usudly govern the approximate locations of detention aress.
Detention areas are normally located adjacent to the gravity
outlet or pumping station, but may be remote from these
facilities, connected by appropriately sized channels.

(3) In urban settings, application of nonstructura
measures to surrounding structures may be warranted. Thisis
done to gain incremental storage versus increased capacity of
gravity outlet or pumping facilities. Detention basins can be
designed to be environmentally attractive and contribute to
community socia goalsin urban areas when used as parks and
open spaces during periods not needed for runoff storage.
Management of the functional integrity of the detention basin by
preventing development encroachment and subsequent loss of
storage capacity is criticaly important. Local agency
agreements should specify reguirements for maintenance of
detention basin functional integrity throughout the project life.

e. Intercepting sewers and pressure conduits.

(1) These conveyance systems interconnect two or more
existing sewers or channels within the line-of-protection for
conveying their flows to gravity outlets, pumping stations, or
pressure conduits, for combined discharge through the line-of -
protection. Interceptor systems are designed to minimize the
number of gravity outlets, pumping stations, and pressure
conduits.
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(2) Pressure conduits are pipes or closed conduits
designed to convey interior flood waters through the line-of-
protection under internal pressure. The inlet to the pressure
conduit must be at ahigher elevation than the river stage against
which it functions. Some pressure conduits may serve as
discharge lines for pumping facilities. The use of pressure
conduits reduces the contributing interior runoff area and the
magnitude and volume of flood waters that must be handled by
other flood damage reduction measures.

(3) Detention storage adjacent to the line-of-protection is
defined in the POND module of HEC-IFH. The elevation-area
relationship is entered and the corresponding storage values
caculated by the program. A ditch rating curve may be used to
represent a channel link between the detention storage and
primary outlet at the line-of-protection and thus govern the
discharge to the outlet. Future conditions where the detention
storage is encroached and thus reduced are modeled by
adjusting the elevation-storage relationship appropriately.
Sengtivity analyssof potentid future development effects could
be performed in this manner. Similarly, enhanced flood
protection involving several excavation plans for the detention
storage area may be readily evaluated.

f.  Physical measures remote from line-of-protection.
These measures are traditional structures such as channels,
diversions, interior levees, and storage reservoirs remote from
the line-of-protection. Their functional capability is therefore
the same as with any other planning or design investigations
involving flood loss reduction measures. Consequently, only the
interrelationship with other specific interior measures will be
emphasized. For the most part, the evaluation of these measures
is performed outside HEC-IFH with the resulting time series
hydrographs imported into HEC-IFH using the AUXFLOW
module. Conversaly, the HEC-IFH ponding area stages may be
used as starting water surface profile elevations in the sizing
studies of measures remote from the line-of-protection.

(1) Conveyance channels reduce flood losses for damage
centers remote from the line-of-protection and collect and
transport runoff and other interior waters to gravity outlets,
pumping stations, and pressure conduits. Where possible,
channds should follow natural drainage and conveyance routes.
When this is not possible, consideration should be given to
locating channels near and parallel to the line-of-protection.
Channels may be required in combinations with detention basins
to connect with gravity outlets or pumping stations. Channels
may also be needed as exterior connections from the outlet
works of gravity or pressure conduits or pumping stations to the
river, lake, or ocean. The planning task is to approximately size
and locate the channel system. The design task is to perform
designinterms of size, location, gradient, and auxiliary control
features of erosion protection and grade control.



(2) Diversions are used to transfer all or portions of the
runoff from one location to another. They may collect flow for
pressure conduits, transfer flow out of the basin (reduce the
contributing areg), and collect flow from areas to gravity outlets
and pumping stations, thereby requiring fewer facilities. They
may be designed to permanently alter conveyance systems or to
operate only for discharges above (and below) certain values.
Diversions may be operated as part of a coordinated system.
They may also be used to bypass flow around damage centers.

(3) Remote detention basins (reservoirs) have
characteristics similar to those described for detention basins
adjacent to the line-of -protection. Bottomland detention basins
may be naturd sinks, oxbow lakes, or excavated sumps, or may
be formed by levees. Hillside or bluff basins are realy
conventional reservoirs. Implementation of the remote basins
may regulate flow to reduce the size of downstream interior
flood loss reduction measures. Damage reductions at several
downstream locations may be achieved, in contrast to local
protection works that are effective only at their individual
damage center. Detention basins may also retain sediment from
the hillsde or bluff areas and thus eliminate it as an interior area
problem.

(4) Interior levees and walls along conveyance channels
may beimplemented aslocd interior protection features. These
barriersare normdly lower in height than the conventional main
levees and thusfailureislesslikely to result in catastrophic loss.
If the barriers are of sufficient height, and damage potentia from
failure is great, they are considered the same as the main line
levees or walls. The interior levees may create secondary
interior flooding problems that must be considered, though the
magnitude would likely be minor. Implementation of these
measures must meet criteria defined by “Flood Plain
Management” (ER 1105-2-100) and other existing federal
policy. Flood forecasting emergency-preparedness plans should
be anintegral part of implementation of interior levees and walls
to reduce the potentia for loss of life and property when the
Situation warrants.

g. Measures that permanently modify damage
susceptibility of existing structures.

(1) Severd types of nonstructural measures are designed
to permanently modify damage potential of existing structures.
They include: flood proofing (seals, earthen dikes, and walls),
raising existing structures, and relocating of occupants and/or
sructures (damage potential) from the specified threatened area.
The measures are designed to modify the damage potentid of an
area They aretypicaly implemented on alocaized scale (such
as a neighborhood) as opposed to structural and other types of
nonstructural measures that often are designed to function for
larger aress.

(2) Flood proofing and raising of structures to target
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elevations protect structures and their contents until the design
limits are exceeded. These measures, applied to individual or
small groups of structures, are generally less environmentally
disruptive than structural aternatives. The measures do not
reduce damageto vitad services (i.e., water, gas, power), streets,
bridges, and landscaping, and only dightly reduce the social
impact and disruption associated with flood events. Sedls,
walls, and dikes are often significantly less reliable than other
permanent measures.

h.  Measures that manage future development.

(1) Management of future development reduces losses by
requiring floodplain development and activities to be operated
or located in a specific manner commensurate with the flood
hazard. Land use devel opment can be controlled by regulations
such as zoning ordinances, building codes and restrictions,
taxation, or the purchase of land in fee or by the purchase of a
flood easement. Structures not precluded from floodplain
locations by these measures may locate on the floodplain if
congtructed and maintained to be compatible with the
recognized flood hazard.

(2) Regulatory actionsand land acquisition can also cause
new use of thefloodplain. The measures are attractive from the
perspective of managing development to reduce the future
damage potential of the area and use of the floodplain for
compatible purposes.

(3) Measures that manage future development are
generally compatible with implementation of other structural
and nonstructural measures. Regulatory actions may be
incorporated as part of the agreements with local agencies or the
local sponsor. For example, implementation of regulatory
policies to preserve the storage and functiona integrity of
detention basins over thelife of the project may be employed.

(4) TheHEC-IFH andysis of the impact of implementing
these measures and actionsis performed similar to that for other
alternatives. An exception is the most likely future condition
devel opment assumptions, which may be adjusted to reflect the
management policies.

i.  Flood forecasting-emergency preparedness plans.

(1) Flood emergency preparedness plans are flood
emergency management actions and activities that reduce flood
losses, minimize social disruption, and assist in recovery and
reoccupation of flooded areas. The measures should not be
considered instead of other feasible permanent structural or
nonstructural aternatives due to their temporary nature and
uncertain reliability during flood episodes. Preparedness plans,
however, should be considered as interim measures until other
flood | oss reduction measures are implemented; as companions
to, or enhancements of, such other measures; and as a means of
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minimizing the risk of loss of life, flood damage, and social
disruption if other methods are not feasible.

(2) Flood forecasting-emergency preparedness plans are
generdly compatible with other structural and nonstructural
flood reduction measures. Implementation is more frequent in
urban interior areas than in agricultural interior areas. Flood
forecasting-emergency preparedness actions are usually feasible
even if other structural and nonstructural measures are not.

(3) TheHEC-IFH analysis results provide information on
the flood hazard (frequency, stage, duration, and extent of
flooding) that may be used directly in evaluation of flood
warning-preparedness systems or in conjunction with other
programs such as those used to compute water surface profiles.
The implementation of flood warning-preparedness programs
for interior systems may enhance the operation for large and
complex systems, but will primarily improve the response so
that more damage reduction may occur. The potential for loss
of life is normally not a factor for interior systems due to
typicaly shalow flooding, but would be for design exceedances
for the line-of-protection.

5-4. Interior Analysis Using HEC-IFH
a. General.

(1) The formulation and evaluation process of interior
flood damage reduction measures must be conducted within the
framework of Corps guidance and regulations. The details of
the hydrologic engineering and other analyses are study
dependent. Thereis, however, an analysis progression that is
applicable for most interior studies.

(2) Theinitia step isto determine the existing and future
without-project conditions. The second step is to determine the
configuration and feasibility for additional gravity outlet capacity
assuming the minimum facility is in place. The third step
determines the design and configuration of additional pump
capacity, assuming that the minimum facility and the gravity
outlets are in place. The next step explores tradeoffs of
pumping capacity versus ponding area storage and includes
evaluation of nonstructural measures to increase nondamaging
ponding area storage. For studies with large and complex
systems, such as many urban settings, traditional evaluation of
flood damage reduction measures remote from the line-of-
protection is often necessary. Finally, the feasibility of other
flood damage reduction actions such as flood warning-
preparedness and indtitutiond arrangements would be evaluated.
Thefollowing paragraphs describe the procedures and how both
the continuous simulation and the hypothetical event analyses
capabilities of HEC-IFH can be applied. Chapter 3 overviews
the data entry and the genera procedures for HEC-IFH
applications. Appendices C, D, and E present a detailed
drategy, and two case examples detailing the HEC-IFH analysis
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procedures, respectively.

b.  Without-project conditions. Analyses of the existing
and future without-project conditions are performed as
previously described in Section 5-2.

c. HEC-IFH gravity outlet analysis. Thefollowingisa
series of steps that may be used as a guide to tailor the gravity
outlet analysisto a specific study. The goal isto determine the
appropriate size and configuration of gravity outlets.

(1) Define new plans for evaluating gravity outlets using
modules for CSA or HEA with the minimum facility in place.
Exigting condition rainfall (PRECIP module), runoff and routing
parameters (RUNOFF module), ponding area characteristics
(POND module), minimum facility (GRAVITY module), and
seepage (AUXFLOW modul€) are from the CSA analysis of the
selected minimum facility.

(2) Assemble outlet characteristics for several standard
sze outletsand develop composite rating curves for each using
HEC-IFH. Alinement, invert elevations, number and size of
outlets, and entrance and exit configurations are important
considerations.

(3) Develop three to six gravity outlet configurations
(plans with different GRAVITY modules) with one or more
gravity outlets in addition to the minimum facility outlet, with
each module representing an incremental increase in total outlet

capacity.

(4) Run HEC-IFH using the CSA option and develop
several plans that incorporate the gravity outlet modules and
determine interior stage-frequency relationship for each plan.
A maximum annual interior elevation versus frequency plot
comparing plansisillustrated in Figure 5-4.

(5) Test the additional capacity with the HEA-generated
balanced storms over theinterior and exterior basins for selected
frequencies and determine the interior stage-frequency
relationship for each plan if interior and exterior flooding can be
highly coincident. The relationships help determine if rare
combinations of events are being captured in the CSA. These
relationships will also help establish the upper end of the
graphical stage-frequency relationship.

(6) If theinterior and exterior flooding can be independent
and noncoincident, define additional plans using HEA and local
storm depth-duration-frequency data for arange of exceedance
frequency events occurring over the interior area for unblocked
gravity outlet conditions. Determine the corresponding stage-
frequency relationships for each plan. This relationship helps
determineif rarelocd eventsare being captured by the CSA and
hel ps define the frequency relationships.
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Figure 5-4. Plan comparison of stage-frequency relationships

(7) After examining the results of the CSA and HEA
analyses, adopt a final stage-frequency relationship for each
gravity outlet plan.

(8) If appropriate, develop future condition stage-
frequency relaionships by repesting the above process using the
mogt likely and other (if required) future hydrologic conditions.

d.  Selection of gravity outlets. The following are steps
that may be used to determine the gravity outlet capacity at the
primary location. Secondary outlet locations may use a less
rigorous procedure if the locations are not critical.

(1) TheHEC-IFH results should be reviewed for reason-
ableness. The gravity outlet should be sized such that the
interior stage essentialy follows the receding limb of the
exterior stage hydrograph with consideration of the operating
head differentidl. HEC-IFH's output results can show this

graphically.

(2) Aneconomic andysisisnormally required for primary
outlet locations to determine the NED (USACE 1990a) gravity
outlet size. The cost engineering team member provides cost
estimates of each gravity outlet HEC-IFH plan and the
economist will provide stage-damage rel ationships by damage
category for existing and potential future conditions. The
expected annua damage for each plan is determined by the
study economist using the developed stage-frequency

relationships and the stage-damage rel ationships.

(3) A plan comparison array including residual equivaent
expected annual damage (EAD), expected annual inundation
reduction benefits, average annua costs, and net benefits is
developed to identify the economically optimal plan. A similar
table is shown for pumping station sizing in the next section.
Other information on the flood hazard reduction, operation
requirements, performance for arange of events and conditions,
environmental and other factors should be considered in
determining the recommended gravity outlet plan. This plan
should be the base plan for evaluating additional measures.
Normally the economically optimum plan is chosen.

e.  Pumping station analysis overview. Pumping stations
may not be attractive if the gravity outlets are effective in
reducing the flood damage and if there is little coincidence
between interior runoff and high exterior stages. Often,
however, additional gravity outlets are not justified and
significant residual damage exists. If most of the damage is
from blocked conditions, pumps may be the only effective
means of evaluating interior flood waters. The same general
application stepsfor HEC-1FH used for additional gravity outlet
capacity are appropriate for determining the economic optimal
pumping capacity. Some differences and pumping station
analysis considerations are described in the following
paragraphs.
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(1) Thebasecondition for evaluating pumping capacity is
with the selected gravity outlet configuration in place. Severa
pumping station plans are eval uated against the base plan, each
with an incremental increase in pumping capacity.

(2) Thepump operation criteriamust be defined. Pump-
on and pump-off elevations must be determined so that the
pumps operate prior to the start of damages. Pump-on
elevations are usually set below flood stage with pump-off
elevationsusually set at 0.3 to 0.6 m (1 to 2 ft) below pump-on
elevations. If alevee stability problem exists when the exterior
river reaches a certain stage, the pump-off elevation must be set
for ahigher stage. Two or more pump units generally make up
total pumping capacity. Several units that can be operated in
phases to step up to the total capacity may be more effective
than one or two large-capacity pumps. Pump cycling can
become a problem with a few large pumps and limited
conveyance capability to the pumping station. Limited flow
delivery capacity to the station or flow surgesin sewer systems
or & locations close to an upper basin with a very short time of
concentration can cause cycling problems. Varying the capacity
of the pump units and the on-off elevations minimizes pump
cycling times.

(3) HEC-IFH can use up to ten pumping units for each
interior pumping plan specified by the PUMP module. All
pumping units are assumed to be located at the primary outlet
location. The PUMP module input is summarized in Chapter 3
for CSA, and in Chapter 7 of the HEC-IFH user's manual. The
operating data entered for the CSA and HEA is dightly
different. For CSA, different values of pump start and stop may
be defined for each calendar month of the year. For HEA, a
single pump start and stop elevation is defined for use during the
entire analysis.

(4) The CSA and HEA may both be used to evauate the
pumping station design and to derive the existing and future

with-project conditions stage-frequency relationships for the
pumping plans.

f.  Economic analysis of pumping station plans. The
following paragraphs describe the procedures for performing the
economic analysis of pumping stations.

(1) The cost engineering team member provides cost
estimates of several pumping station plans or sizes as were
specified and evaluated. The stage-damage relationships
previoudly provided by the economist are still applicable.

(2) An economic analysis is required for al pumping
gationsto determinethe NED (USACE 1990a) pump capacity.
The cost engineering team member provides cost estimates of
each pumping station analyzed using HEC-IFH and the
economist provides stage-damage relationships by damage
category for existing and potentia future with-project
conditions. The expected annual damage for each plan or
pumping station capacity is determined by the study economist
using the computed stage-frequency relationships and the stage-
damage relationships.

(3) The operation and maintenance costs of pumping
dations are significant and an important factor, especially from
thelocal sponsor's standpoint. HEC-IFH provides data such as
the maximum pump head and the average annua days pumped.
These data are evaluated by the electrical/mechanical engineer
to determine electrica or fuel costs, and to assist in pump
selection.

(4) A plan comparison array as shown in Table 5-1 is
developed to ad in identifying the economically optimal or NED
plan. Thedatafor benefitsand annua costs for each plan versus
pump gtation capacity are then plotted to pick the economically
optimal plan asillustrated in Figure 5-5. Other environmental,
social impacts, performance, operation, and safety information

Table 5-1
Economic Evaluation of Pumping Station Capacity

Expected Average Average Average

Annual Annual Annual Net

Damage Benefits Cost Benefits B/C

Plan ($1000) ($1000) ($1000) ($1000) Ratio

Levee + Minimum Facility 952 - - - -
Plus 80 m%s (100 cfs) pump 632 320 400 -80 0.80
Plus 155 m%s (200 cfs) pump 328 624 510 +114 122
Plus 230 m%s (300 cfs) pump 185 767 650 +117 1.18
Plus 385 m®/s (500 cfs) pump 46 906 980 -74 0.90
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Figure 5-5. Pump station benefit-cost curve

should be devel oped and used to assist in determination of the
appropriate pumping station capacity. The economically
optimal plan is the recommended plan in agricultural areas and
for most urban areas.

g.  Evaluation of increased detention storage capacity.

(1) It is prudent to investigate the tradeoffs between
pumping capacity and ponding area storage. Pumps are
expensive and an increase in storage capacity will typically
allow reduction in required pumping capacity. Severa
measures can be evaluated, including increasing the physical
size of the ponding area and nonstructural actions that will
reduce the damage for a given ponding stage.

(2) The sensitivity of ponding area size versus pumping
capacity can be readily determined using HEC-IFH. The plan
with the identified economically optima gravity outlet and
pumping station would be the base plan for determining if
excavation isfeasible.

(3) Temporary evacuation, raising existing structures,
permanent relocation of structures and/or occupants,
floodproofing, and other nonstructural measures that reduce

susceptibility to damage (and increase available storage) should
be evaluated. Floodproofing, raising, and rel ocation measures
are generaly more economically justified than structural
measures when only afew structures are involved. Similarly,
implementing nonstructural measures to a few structures to
permit increasing the size of a detention basin may be more
atractive than increasing the size of gravity outlets or pumping
stations. Residual damages for evaluated plans would be
revised based on new stage-damage rel ationships resulting from
implementing the nonstructural measures.

(4) Other socia, institutional, and environmental issues,
including the management of future development, and flood
warning and preparedness programs, would also be evaluated
inthefinal plan selection.

5-5. Comparison of Plans

Oneimportant aspect of HEC-IFH isthe ability to generate
results from different plans and to compare them directly. The
effects of different conditions or assumptions can be quickly
evaluated. Up to seven different plans may be selected for
comparison using HEC-IFH. Each plan is produced by
performing the interior analysis using various combinations of
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the modular input data. HEC-IFH allows the user to display the
results of the specified plans side-by-side in areport called Plan
Comparison Summaries. For Continuous Simulation Analyses,
eight summaries arranged into four categories are available.
Figure 5-6 illustrates the plan comparison summary menu and
the eight summaries that are available. For hypothetical event
anayses, four plan summaries are available as shown in Figure
5-7. Chapter 13 of the HEC-IFH user's manual lists all the data
vauesthat can be specified for both types of analyses. The most
important comparison is generally the peak elevation versus the
percent chance exceedance frequency event. The minimum
facilities plan can easily be compared with another plan having
additiond gravity capacity or with several plans having various
pumping capacities. A tabular comparison of maximum interior
elevation versus frequency is illustrated in Figure 5-8 and a
screen plot of that same datais shown in Figure 5-9. By looking
at the comparisons, a perspective is gained on the effectiveness
of additional gravity drains or pumping capacity. This

comparison data can then be given to the economist for an
economic assessment of the flood damage reduction benefits
produced by the various plans to determine which plans are
viable features.

5-6. Plan Performance

After the selection of the NED plan, the HEC-IFH program
should be operated for both CSA and HEA events using the
selected componentsto verify the desired functional results. By
comparing the NED plan results with other plans, the residual
impacts of floods with volumes larger than the NED plan can
handle can be determined. Also, if a specific ponding area size
isrequired, the impacts of encroachments can be analyzed and
the local sponsor can be made aware of the consequences of not
maintaining this feature. The consequences of a pump unit
failing during an event should also be eval uated.

CSn 61.04.60

Study ID RBEND1

[ Comparison of Plans ]

Analysis Summaries

D. Days Blocked

Pump Analysis

Interior Analysis

1Help 2PrtScr 3 4 5

A. Maximum Values

B. Flood Volume Data

Gravity Outlet Analysis
C. Outflow Uolumes

E. Capacity Summary and Days Pumped

F. Maximum Interior Elevations
G. Duration of Interior Flooding
H. Maximum Interior Area Flooded

6D0S [ 8 9
Press Letter: or use Arrow Keys and <{Enter> to Select

10Exit

Figure 5-6. Continuous simulation plan comparison summary menu
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Study ID RBEND1 ﬂ Conmparison of Plans ]
Select Option:
B. Maximum Interior Elevation-Frequency
C. Maximum Interior Area Flooded-Frequency
D. Maximum Total Interior Inflow-Frequency
Press Letter: or use Arrov Keys and <{Enter> to Select
Figure 5-7. Hypothetical event plan comparison summary menu
CSA 01.64.60
Study ID RBEND1 [ Comparison of Plans l
F. Interior Analysis — Maximum Interior Elevations
Area | Total Peak Elevation (ft) vus.
Prim.| Pump Percent Chance Exceedence Frequency Event
Grav.| Cap.

Plan IDj(sqft)| (cfs)]] 56« 207 10~ 4 27 1 0.2x
PLAN1 16.0 0.0 599.88| 661.06| 661.75| 603.50| 605.00] 665.608| 665.00
PLANZ 16.0| 200.0f 599.79| 600.85( 661.46| 602.47| 603.40| 664.49| 665.00

1Help 2PrtScr 3 4 5 6D0S 4 8 9Plot  1BExit

Press <F10> to Return

Figure 5-8. Maximum interior elevation-frequency summary

5-13



ETL 1110-2-367
31 Mar 95

Elevation (ft?»

RBEND1
FLAH1
686

MAXIHMUM INTERIOR ELEUATION

FLANZ

&85 ~

504

E83

E82

601

508

5899 4

588

5a7

T — T T T LI S — T T
99 .89 99.8 9008 95 D0 08 Y0 E05040 380 Z@ 1@

Fyrequency %2

Figure 5-9. Maximum interior elevation-frequency plot
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Chapter 6
Study Documentation

6-1. General Requirements

This chapter emphasizes the role of HEC-IFH in study
documentation as related to fina technical studies reports.
Comprehensive, but concise, documentation of the hydrologic
engineering analysisis a key aspect of any study. It should be
performed continuously throughout the study period. Required
hydrologic engineering information ranges from extensive (for
feasibility reports) to relatively little (for most Design
Memoranda (DM) where more emphasisis placed on hydraulic
design). Reporting requirements for different types of studies
are described in applicable Engineer Regulations (ER'S). In
addition, hydrologic and hydraulic Engineer Technical Letters
(ETL's) summarizethe array of hydrologic engineering data that
must be presented for planning reports and suggest display
formats. Thegod of sudy documentation should be to describe
(in a basic and orderly sequence) the nature of the flood
problem, the status and configuration of the existing system, the
proposed system and dternatives, the performance
characteristics of the proposed system, and operation plans.

6-2. Content Related to Planning
Considerations

Hydrologic reporting requirements should include a description
of the without-project conditions, alternate flood loss reduction
plans andyzed, andytica procedures and assumptions used, and
system implementation and operation factors influencing the
hydrologic aspects of the study. Basic hydrologic reporting
requirements are specified in ER 1105-2-100 and EM 1110-2-
1413.

6-3. Content Related to Design Considerations

Hydrologic engineering material presented in the design
documents describes in detail the hydrologic system, and any
refinements of sizes, performance standards, and operation
criteria from the feasibility study. The hydrologic engineering
requirements for the DM are specified in ER 1110-2-1150.

6-4. Reporting Capabilities of HEC-IFH

HEC-IFH has extensive reporting and plotting capabilities that
document the results of an interior analysis. The data stored in
each datamodule, aswell as hydrologic analysis summaries and
plan comparison results, can be printed or plotted to provide
report documentation. The following outline, which follows the
requirements of EM 1110-2-1413, dlso indicates technical study
areasin which tables and plots from the HEC-IFH program may
be used for documentation.
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» Existing system layout: schematics, aerids, tables,
plates, maps.

- Exigting facilities on aerials

- Important environmental aspects
- Damagelocations

- Culturad festures

» Description of physical features of existing (without)
conditions.

- Watershed/subbasin boundaries on map

- Dimensions of any exigting gravity outlets, channels,
storm sewers, etc. (HEC-1FH)

- Areacapacity data of detention areas (HEC-1FH)

» Description of basic hydrologic approach/ assumptions.

- Higtoric/hypothetical storms (HEC-1FH)
- Lossrates (HEC-1FH)

- Runoff transforms (HEC-1FH)

- Routing (HEC-IFH)

- Baseflow (HEC-IFH)

» Presentation of hydrologic flow characteristics.

- Peak discharge (HEC-1FH)
- Duration (HEC-1FH)

- Frequency (HEC-IFH)

- Vedocity

» Impact of future without-project conditions.

- Description of runoff and operation changes similar to
existing conditions

- Description of adopted procedures for parameter
estimation

» Hydrologic analysis of aternatives.

- Location, dmensons, and operation criteria of alternate
plans

- Digplay of find array of planson aerias - compare with
existing

- Impacts of measures and plans on peak discharges,
durations, velocities, etc. (HEC-1FH)

- Digplay of residua effects of large SPF/PMF in urban
areas, and 100-year in rural (HEC-1FH)

- Hydrologic description of aternate plans shall include
description of required local agreements/ maintenance
requirements

- Description of consequences if agreements are not met
(HEC-IFH)

» Dedigninformation.
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